Vehicle and Equipment Fueling NS-9
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Description and Purpose

Vehicle equipment fueling procedures and practices are
designed to prevent fuel spills and leaks, and reduce or
eliminate contamination of stormwater. This can be
accomplished by using offsite facilities, fueling in designated
areas only, enclosing or covering stored fuel, implementing spill
controls, and training employees and subcontractors in proper
fueling procedures.

Suitable Applications

These procedures are suitable on all construction sites where
vehicle and equipment fueling takes place.

Limitations

Onsite vehicle and equipment fueling should only be used
where it is impractical to send vehicles and equipment offsite
for fueling. Sending vehicles and equipment offsite should be
done in conjunction with TC-1, Stabilized Construction
Entrance/ Exit.

Implementation

m  Use offsite fueling stations as much as possible. These
businesses are better equipped to handle fuel and spills
properly. Performing this work offsite can also be
economical by eliminating the need for a separate fueling
area at a site.

m  Discourage “topping-off” of fuel tanks.

m  Absorbent spill cleanup materials and spill kits should be
available in fueling areas and on fueling trucks, and should
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Vehicle and Equipment Fueling NS-9

be disposed of properly after use.

= Drip pans or absorbent pads should be used during vehicle and equipment fueling, unless
the fueling is performed over an impermeable surface in a dedicated fueling area.

m  Use absorbent materials on small spills. Do not hose down or bury the spill. Remove the
adsorbent materials promptly and dispose of properly.

= Avoid mobile fueling of mobile construction equipment around the site; rather, transport the
equipment to designated fueling areas. With the exception of tracked equipment such as
bulldozers and large excavators, most vehicles should be able to travel to a designated area
with little lost time.

m  Train employees and subcontractors in proper fueling and cleanup procedures.

m  When fueling must take place onsite, designate an area away from drainage courses to be
used. Fueling areas should be identified in the SWPPP.

m  Dedicated fueling areas should be protected from stormwater runon and runoff, and should
be located at least 50 ft away from downstream drainage facilities and watercourses. Fueling
must be performed on level-grade areas.

m  Protect fueling areas with berms and dikes to prevent runon, runoff, and to contain spills.

m  Nozzles used in vehicle and equipment fueling should be equipped with an automatic shutoff
to control drips. Fueling operations should not be left unattended.

m  Use vapor recovery nozzles to help control drips as well as air pollution where required by
Air Quality Management Districts (AQMD).

m  Federal, state, and local requirements should be observed for any stationary above ground
storage tanks.

Costs

m  All of the above measures are low cost except for the capital costs of above ground tanks that

meet all local environmental, zoning, and fire codes.

Inspection and Maintenance

Inspect BMPs in accordance with General Permit requirements for the associated project
type and risk level. It is recommended that at a minimum, BMPs be inspected weekly, prior
to forecasted rain events, daily during extended rain events, and after the conclusion of rain
events.

Vehicles and equipment should be inspected each day of use for leaks. Leaks should be
repaired immediately or problem vehicles or equipment should be removed from the project
site.

Keep ample supplies of spill cleanup materials onsite.
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Vehicle and Equipment Fueling NS-9

m Immediately clean up spills and properly dispose of contaminated soil and cleanup
materials.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,

1995.

Coastal Nonpoint Pollution Control Program: Program Development and Approval Guidance,
Working Group Working Paper; USEPA, April 1992.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000.

Stormwater Management for Construction Activities, Developing Pollution Prevention Plans
and Best Management Practices, EPA 832-R-92005; USEPA, April 1992.
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Vehicle & Equipment Maintenance NS-10

Description and Purpose

Prevent or reduce the contamination of stormwater resulting
from vehicle and equipment maintenance by running a “dry
and clean site”. The best option would be to perform
maintenance activities at an offsite facility. If this option is not
available then work should be performed in designated areas
only, while providing cover for materials stored outside,
checking for leaks and spills, and containing and cleaning up
spills immediately. Employees and subcontractors must be
trained in proper procedures.

Suitable Applications

These procedures are suitable on all construction projects
where an onsite yard area is necessary for storage and
maintenance of heavy equipment and vehicles.

Limitations

Onsite vehicle and equipment maintenance should only be used
where it is impractical to send vehicles and equipment offsite
for maintenance and repair. Sending vehicles/equipment
offsite should be done in conjunction with TC-1, Stabilized
Construction Entrance/Exit.

Outdoor vehicle or equipment maintenance is a potentially
significant source of stormwater pollution. Activities that can
contaminate stormwater include engine repair and service,
changing or replacement of fluids, and outdoor equipment
storage and parking (engine fluid leaks). For further
information on vehicle or equipment servicing, see NS-8,
Vehicle and Equipment Cleaning, and NS-9, Vehicle and
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Vehicle & Equipment Maintenance NS-10

Equipment Fueling.

Implementation

m  Use offsite repair shops as much as possible. These businesses are better equipped to handle
vehicle fluids and spills properly. Performing this work offsite can also be economical by
eliminating the need for a separate maintenance area.

m If maintenance must occur onsite, use designated areas, located away from drainage courses.
Dedicated maintenance areas should be protected from stormwater runon and runoff, and
should be located at least 50 ft from downstream drainage facilities and watercourses.

= Drip pans or absorbent pads should be used during vehicle and equipment maintenance
work that involves fluids, unless the maintenance work is performed over an impermeable
surface in a dedicated maintenance area.

= Place a stockpile of spill cleanup materials where it will be readily accessible.

m  All fueling trucks and fueling areas are required to have spill kits and/or use other spill
protection devices.

m  Use adsorbent materials on small spills. Remove the absorbent materials promptly and
dispose of properly.

m Inspect onsite vehicles and equipment daily at startup for leaks, and repair immediately.
m  Keep vehicles and equipment clean; do not allow excessive build-up of oil and grease.

m  Segregate and recycle wastes, such as greases, used oil or oil filters, antifreeze, cleaning
solutions, automotive batteries, hydraulic and transmission fluids. Provide secondary
containment and covers for these materials if stored onsite.

m  Train employees and subcontractors in proper maintenance and spill cleanup procedures.

m  Drip pans or plastic sheeting should be placed under all vehicles and equipment placed on
docks, barges, or other structures over water bodies when the vehicle or equipment is
planned to be idle for more than 1 hour.

m  For long-term projects, consider using portable tents or covers over maintenance areas if
maintenance cannot be performed offsite.

m  Consider use of new, alternative greases and lubricants, such as adhesive greases, for chassis
lubrication and fifth-wheel lubrication.

m  Properly dispose of used oils, fluids, lubricants, and spill cleanup materials.
m Do not place used oil in a dumpster or pour into a storm drain or watercourse.
m  Properly dispose of or recycle used batteries.

= Do not bury used tires.

January 2011 California Stormwater BMP Handbook 2 of 4

Construction
WWwWw.casqga.org



Vehicle & Equipment Maintenance NS-10

m  Repair leaks of fluids and oil immediately.

Listed below is further information if you must perform vehicle or equipment maintenance
onsite.

Safer Alternative Products

m  Consider products that are less toxic or hazardous than regular products. These products
are often sold under an “environmentally friendly” label.

m  Consider use of grease substitutes for lubrication of truck fifth-wheels. Follow
manufacturers label for details on specific uses.

= Consider use of plastic friction plates on truck fifth-wheels in lieu of grease. Follow
manufacturers label for details on specific uses.

Waste Reduction

Parts are often cleaned using solvents such as trichloroethylene, trichloroethane, or methylene
chloride. Many of these cleaners are listed in California Toxic Rule as priority pollutants. These
materials are harmful and must not contaminate stormwater. They must be disposed of as a
hazardous waste. Reducing the number of solvents makes recycling easier and reduces
hazardous waste management costs. Often, one solvent can perform a job as well as two
different solvents. Also, if possible, eliminate or reduce the amount of hazardous materials and
waste by substituting non-hazardous or less hazardous materials. For example, replace
chlorinated organic solvents with non-chlorinated solvents. Non-chlorinated solvents like
kerosene or mineral spirits are less toxic and less expensive to dispose of properly. Check the
list of active ingredients to see whether it contains chlorinated solvents. The “chlor” term
indicates that the solvent is chlorinated. Also, try substituting a wire brush for solvents to clean
parts.

Recycling and Disposal

Separating wastes allows for easier recycling and may reduce disposal costs. Keep hazardous
wastes separate, do not mix used oil solvents, and keep chlorinated solvents (like,-
trichloroethane) separate from non-chlorinated solvents (like kerosene and mineral spirits).
Promptly transfer used fluids to the proper waste or recycling drums. Don’t leave full drip pans
or other open containers lying around. Provide cover and secondary containment until these
materials can be removed from the site.

Oil filters can be recycled. Ask your oil supplier or recycler about recycling oil filters.

Do not dispose of extra paints and coatings by dumping liquid onto the ground or throwing it
into dumpsters. Allow coatings to dry or harden before disposal into covered dumpsters.

Store cracked batteries in a non-leaking secondary container. Do this with all cracked batteries,
even if you think all the acid has drained out. If you drop a battery, treat it as if it is cracked.
Put it into the containment area until you are sure it is not leaking.

Costs

All of the above are low cost measures. Higher costs are incurred to setup and maintain onsite
maintenance areas.
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Vehicle & Equipment Maintenance NS-10

Inspection and Maintenance

Inspect and verify that activity-based BMPs are in place prior to the commencement of
associated activities. While activities associated with the BMP are under way, inspect BMPs
in accordance with General Permit requirements for the associated project type and risk
level. It is recommended that at a minimum, BMPs be inspected weekly, prior to forecasted
rain events, daily during extended rain events, and after the conclusion of rain events.

Inspect BMPs subject to non-stormwater discharges daily while non-stormwater discharges
occur.

Keep ample supplies of spill cleanup materials onsite.
Maintain waste fluid containers in leak proof condition.

Vehicles and equipment should be inspected on each day of use. Leaks should be repaired
immediately or the problem vehicle(s) or equipment should be removed from the project
site.

Inspect equipment for damaged hoses and leaky gaskets routinely. Repair or replace as
needed.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,

1995.

Coastal Nonpoint Pollution Control Program; Program Development and Approval Guidance,
Working Group, Working Paper; USEPA, April 1992.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000.
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Pile Driving Operations

NS-11
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Description and Purpose

The construction and retrofit of bridges and retaining walls
often include driving piles for foundation support and shoring
operations. Driven piles are typically constructed of precast
concrete, steel, or timber. Driven sheet piles are also used for
shoring and cofferdam construction. Proper control and use of
equipment, materials, and waste products from pile driving
operations will reduce or eliminate the discharge of potential
pollutants to the storm drain system, watercourses, and waters
of the United States.

Suitable Applications

These procedures apply to all construction sites near or
adjacent to a watercourse or groundwater where permanent
and temporary pile driving (impact and vibratory) takes place,
including operations using pile shells as well as construction of
cast-in-steel-shell and cast-in-drilled-hole piles.

Limitations
None identified.

Implementation

m  Use drip pans or absorbent pads during vehicle and
equipment operation, maintenance, cleaning, fueling, and
storage. Refer to NS-8, Vehicle and Equipment Cleaning,
NS-9, Vehicle and Equipment Fueling, and NS-10, Vehicle
and Equipment Maintenance.

m  Have spill kits and cleanup materials available at all
locations of pile driving. Refer to WM-4, Spill Prevention

Categories

EC  Erosion Control

SE  Sediment Control

TC  Tracking Control

WE  Wind Erosion Control
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Pile Driving Operations NS-11

and Control.

Equipment that is stored or in use in streambeds, or on docks, barges, or other structures
over water bodies should be kept leak free.

Park equipment over plastic sheeting or equivalent where possible. Plastic is not a substitute
for drip pans or absorbent pads. The storage or use of equipment in streambeds or other
bodies of water must comply with all applicable permits.

Implement other BMPs as applicable, such as NS-2, Dewatering Operations, WM-5, Solid
Waste Management, WM-6, Hazardous Waste Management, and WM-10, Liquid Waste
Management.

When not in use, store pile-driving equipment away from concentrated flows of stormwater,
drainage courses, and inlets. Protect hammers and other hydraulic attachments from runon
and runoff by placing them on plywood and covering them with plastic or a comparable
material prior to the onset of rain.

Use less hazardous products, e.g., vegetable oil, when practicable.

Costs
All of the above measures can be low cost.

Inspection and Maintenance

Inspect and verify that activity-based BMPs are in place prior to the commencement of
associated activities. While activities associated with the BMP are under way, inspect BMPs
in accordance with General Permit requirements for the associated project type and risk
level. It is recommended that at a minimum, BMPs be inspected weekly, prior to forecasted
rain events, daily during extended rain events, and after the conclusion of rain events.

Inspect BMPs subject to non-stormwater discharges daily while non-stormwater discharges
occur.

Inspect equipment every day at startup and repair equipment as needed (i.e., worn or
damaged hoses, fittings, and gaskets). Recheck equipment at shift changes or at the end of
the day and scheduled repairs as needed.

References

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000.

Stormwater Management for Construction Activities, Developing Pollution Prevention Plans
and Best Management Practices, EPA 832-R-92005; USEPA, April 1992.
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Concrete Curing

NS-12

Description and Purpose

Concrete curing is used in the construction of structures such as
bridges, retaining walls, pump houses, large slabs, and
structured foundations. Concrete curing includes the use of
both chemical and water methods.

Concrete and its associated curing materials have basic
chemical properties that can raise the pH of water to levels
outside of the permitted range. Discharges of stormwater and
non-stormwater exposed to concrete during curing may have a
high pH and may contain chemicals, metals, and fines. The
General Permit incorporates Numeric Effluent Limits (NEL)
and Numeric Action Levels (NAL) for pH (see Section 2 of this
handbook to determine your project’s risk level and if you are
subject to these requirements).

Proper procedures and care should be taken when managing
concrete curing materials to prevent them from coming into
contact with stormwater flows, which could result in a high pH
discharge.

Suitable Applications

Suitable applications include all projects where Portland
Cement Concrete (PCC) and concrete curing chemicals are
placed where they can be exposed to rainfall, runoff from other
areas, or where runoff from the PCC will leave the site.

Categories
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NS Management Control M
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Concrete Curing NS-12

Limitations

= Runoff contact with concrete waste can raise pH levels in the water to environmentally
harmful levels and trigger permit violations.

Implementation
Chemical Curing
= Avoid over spray of curing compounds.

m  Minimize the drift by applying the curing compound close to the concrete surface. Apply an
amount of compound that covers the surface, but does not allow any runoff of the
compound.

m  Use proper storage and handling techniques for concrete curing compounds. Refer to WM-
1, Material Delivery and Storage.

m  Protect drain inlets prior to the application of curing compounds.
m  Refer to WM-4, Spill Prevention and Control.

Water Curing for Bridge Decks, Retaining Walls, and other Structures

m Direct cure water away from inlets and watercourses to collection areas for evaporation or
other means of removal in accordance with all applicable permits. See WM-8 Concrete
Waste Management.

m  Collect cure water at the top of slopes and transport to a concrete waste management area in
a non-erosive manner. See EC-9 Earth Dikes and Drainage Swales, EC-10, Velocity
Dissipation Devices, and EC-11, Slope Drains.

m  Utilize wet blankets or a similar method that maintains moisture while minimizing the use
and possible discharge of water.

Education

®  Educate employees, subcontractors, and suppliers on proper concrete curing techniques to
prevent contact with discharge as described herein.

®  Arrange for the QSP or the appropriately trained contractor’s superintendent or
representative to oversee and enforce concrete curing procedures.

Costs
All of the above measures are generally low cost.

Inspection and Maintenance

m Inspect and verify that activity-based BMPs are in place prior to the commencement of
associated activities.

m  BMPs must be inspected in accordance with General Permit requirements for the associated
project type and risk level. It is recommended that at a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after the
conclusion of rain events.

November 2009 California Stormwater BMP Handbook 20f 3

Construction
WWWw.casqga.org



Concrete Curing NS-12

m Inspect BMPs subject to non-stormwater discharges daily while non-stormwater discharges
occur.

=  Sample non-stormwater discharges and stormwater runoff that contacts uncured and
partially cured concrete as required by the General Permit.

m  Ensure that employees and subcontractors implement appropriate measures for storage,
handling, and use of curing compounds.

m Inspect cure containers and spraying equipment for leaks.

References

Blue Print for a Clean Bay-Construction-Related Industries: Best Management Practices for
Stormwater Pollution Prevention; Santa Clara Valley Non Point Source Pollution Control
Program, 1992.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), March 2003.

Stormwater Management for Construction Activities, Developing Pollution Prevention Plans
and Best Management Practices, EPA 832-R-92005; USEPA, April 1992.

Erosion and Sediment Control Manual, Oregon Department of Environmental Quality, February
2005.
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Concrete Finishing

NS-13

Description and Purpose

Concrete finishing methods are used for bridge deck
rehabilitation, paint removal, curing compound removal, and
final surface finish appearances. Methods include sand
blasting, shot blasting, grinding, or high pressure water
blasting. Stormwater and non-stormwater exposed to concrete
finishing by-products may have a high pH and may contain
chemicals, metals, and fines. Proper procedures and
implementation of appropriate BMPs can minimize the impact
that concrete-finishing methods may have on stormwater and
non-stormwater discharges.

The General Permit incorporates Numeric Effluent Limits
(NEL) and Numeric Action Levels (NAL) for pH (see Section 2
of this handbook to determine your project’s risk level and if
you are subject to these requirements).

Concrete and its associated curing materials have basic
chemical properties that can raise pH levels outside of the
permitted range. Additional care should be taken when
managing these materials to prevent them from coming into
contact with stormwater flows, which could lead to exceedances
of the General Permit requirements.

Suitable Applications

These procedures apply to all construction locations where
concrete finishing operations are performed.

Categories

EC  Erosion Control

SE  Sediment Control

TC  Tracking Control

WE  Wind Erosion Control

Non-Stormwater
NS Management Control M
Waste Management and
WM Materials Pollution Control M
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Concrete Finishing NS-13

Limitations

= Runoff contact with concrete waste can raise pH levels in the water to environmentally
harmful levels and trigger permit violations.

Implementation
m  Collect and properly dispose of water from high-pressure water blasting operations.

m  Collect contaminated water from blasting operations at the top of slopes. Transport or
dispose of contaminated water while using BMPs such as those for erosion control. Refer to
EC-9, Earth Dikes and Drainage Swales, EC-10, Velocity Dissipation Devices, and EC-11,
Slope Drains.

m  Direct water from blasting operations away from inlets and watercourses to collection areas
for infiltration or other means of removal (dewatering). Refer to NS-2 Dewatering
Operations.

m  Protect inlets during sandblasting operations. Refer to SE-10, Storm Drain Inlet Protection.
m  Refer to WM-8, Concrete Waste Management for disposal of concrete debris.

m  Minimize the drift of dust and blast material as much as possible by keeping the blasting
nozzle close to the surface.

m  When blast residue contains a potentially hazardous waste, refer to WM-6, Hazardous Waste
Management.

Education

m  Educate employees, subcontractors, and suppliers on proper concrete finishing techniques
to prevent contact with discharge as described herein.

m  Arrange for the QSP or the appropriately trained contractor’s superintendent or
representative to oversee and enforce concrete finishing procedures.

Costs
These measures are generally of low cost.

Inspection and Maintenance

m Inspect and verify that activity-based BMPs are in place prior to the commencement of
associated activities.

m  BMPs must be inspected in accordance with General Permit requirements for the associated
project type and risk level. It is recommended that at a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after the
conclusion of rain events.

m Inspect BMPs subject to non-stormwater discharges daily while non-stormwater discharges
occur.

= Sample non-stormwater discharges and stormwater runoff that contacts concrete dust and
debris as required by the General Permit.
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Concrete Finishing NS-13

m  Sweep or vacuum up debris from sandblasting at the end of each shift.

m At the end of each work shift, remove and contain liquid and solid waste from containment
structures, if any, and from the general work area.

m Inspect containment structures for damage prior to use and prior to onset of forecasted rain.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,

1995.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), March 2003.

Stormwater Management for Construction Activities, Developing Pollution Prevention Plans
and Best Management Practices, EPA 832-R-92005; USEPA, April 1992.
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Material Delivery and Storage

WM-1

Description and Purpose

Prevent, reduce, or eliminate the discharge of pollutants from
material delivery and storage to the stormwater system or
watercourses by minimizing the storage of hazardous materials
onsite, storing materials in watertight containers and/or a
completely enclosed designated area, installing secondary
containment, conducting regular inspections, and training
employees and subcontractors.

This best management practice covers only material delivery
and storage. For other information on materials, see WM-2,
Material Use, or WM-4, Spill Prevention and Control. For
information on wastes, see the waste management BMPs in this
section.

Suitable Applications

These procedures are suitable for use at all construction sites
with delivery and storage of the following materials:

m  Soil stabilizers and binders
m  Pesticides and herbicides

m  Fertilizers

m  Detergents

m Plaster

m  Petroleum products such as fuel, oil, and grease

Categories

EC  Erosion Control
SE  Sediment Control
TC  Tracking Control

WE  Wind Erosion Control
NS Non-Stormwater
Management Control

Waste Management and o

WM Materials Pollution Control
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Material Delivery and Storage WM-1

m  Asphalt and concrete components

m  Hazardous chemicals such as acids, lime, glues, adhesives, paints, solvents, and curing
compounds

m  Concrete compounds
m  Other materials that may be detrimental if released to the environment

Limitations
m  Space limitation may preclude indoor storage.

m  Storage sheds often must meet building and fire code requirements.

Implementation
The following steps should be taken to minimize risk:

m  Chemicals must be stored in water tight containers with appropriate secondary containment
or in a storage shed.

m  When a material storage area is located on bare soil, the area should be lined and bermed.

m  Use containment pallets or other practical and available solutions, such as storing materials
within newly constructed buildings or garages, to meet material storage requirements.

m  Stack erodible landscape material on pallets and cover when not in use.
m  Contain all fertilizers and other landscape materials when not in use.
m  Temporary storage areas should be located away from vehicular traffic.

m  Material Safety Data Sheets (MSDS) should be available on-site for all materials stored that
have the potential to effect water quality.

m  Construction site areas should be designated for material delivery and storage.
m  Material delivery and storage areas should be located away from waterways, if possible.
- Avoid transport near drainage paths or waterways.

- Surround with earth berms or other appropriate containment BMP. See EC-9, Earth
Dikes and Drainage Swales.

- Place in an area that will be paved.

m Storage of reactive, ignitable, or flammable liquids must comply with the fire codes of your
area. Contact the local Fire Marshal to review site materials, quantities, and proposed
storage area to determine specific requirements. See the Flammable and Combustible
Liquid Code, NFPA30.

= An up to date inventory of materials delivered and stored onsite should be kept.
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Material Delivery and Storage WM-1

Hazardous materials storage onsite should be minimized.
Hazardous materials should be handled as infrequently as possible.

Keep ample spill cleanup supplies appropriate for the materials being stored. Ensure that
cleanup supplies are in a conspicuous, labeled area.

Employees and subcontractors should be trained on the proper material delivery and storage
practices.

Employees trained in emergency spill cleanup procedures must be present when dangerous
materials or liquid chemicals are unloaded.

If significant residual materials remain on the ground after construction is complete,
properly remove and dispose of materials and any contaminated soil. See WM-7,
Contaminated Soil Management. If the area is to be paved, pave as soon as materials are
removed to stabilize the soil.

Material Storage Areas and Practices

Liquids, petroleum products, and substances listed in 40 CFR Parts 110, 117, or 302 should
be stored in approved containers and drums and should not be overfilled. Containers and
drums should be placed in temporary containment facilities for storage.

A temporary containment facility should provide for a spill containment volume able to
contain precipitation from a 25 year storm event, plus the greater of 10% of the aggregate
volume of all containers or 100% of the capacity of the largest container within its boundary,
whichever is greater.

A temporary containment facility should be impervious to the materials stored therein for a
minimum contact time of 72 hours.

A temporary containment facility should be maintained free of accumulated rainwater and
spills. In the event of spills or leaks, accumulated rainwater and spills should be collected
and placed into drums. These liquids should be handled as a hazardous waste unless testing
determines them to be non-hazardous. All collected liquids or non-hazardous liquids should
be sent to an approved disposal site.

Sufficient separation should be provided between stored containers to allow for spill cleanup
and emergency response access.

Incompatible materials, such as chlorine and ammonia, should not be stored in the same
temporary containment facility.

Materials should be covered prior to, and during rain events.

Materials should be stored in their original containers and the original product labels should
be maintained in place in a legible condition. Damaged or otherwise illegible labels should
be replaced immediately.
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Material Delivery and Storage WM-1

Bagged and boxed materials should be stored on pallets and should not be allowed to
accumulate on the ground. To provide protection from wind and rain throughout the rainy
season, bagged and boxed materials should be covered during non-working days and prior to
and during rain events.

Stockpiles should be protected in accordance with WM-3, Stockpile Management.

Materials should be stored indoors within existing structures or completely enclosed storage
sheds when available.

Proper storage instructions should be posted at all times in an open and conspicuous
location.

An ample supply of appropriate spill clean up material should be kept near storage areas.

Also see WM-6, Hazardous Waste Management, for storing of hazardous wastes.

Material Delivery Practices

Keep an accurate, up-to-date inventory of material delivered and stored onsite.

Arrange for employees trained in emergency spill cleanup procedures to be present when
dangerous materials or liquid chemicals are unloaded.

Spill Cleanup

Contain and clean up any spill immediately.

Properly remove and dispose of any hazardous materials or contaminated soil if significant
residual materials remain on the ground after construction is complete. See WM-7,
Contaminated Soil Management.

See WM-4, Spill Prevention and Control, for spills of chemicals and/or hazardous materials.

If spills or leaks of materials occur that are not contained and could discharge to surface
waters, non-visible sampling of site discharge may be required. Refer to the General Permit
or to your project specific Construction Site Monitoring Plan to determine if and where
sampling is required.

Cost

The largest cost of implementation may be in the construction of a materials storage area
that is covered and provides secondary containment.

Inspection and Maintenance

BMPs must be inspected in accordance with General Permit requirements for the associated
project type and risk level. It is recommended that at a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after the
conclusion of rain events.

m  Keep storage areas clean and well organized, including a current list of all materials onsite.
m Inspect labels on containers for legibility and accuracy.
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Material Delivery and Storage WM-1

m  Repair or replace perimeter controls, containment structures, covers, and liners as needed to
maintain proper function.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,

1995.

Coastal Nonpoint Pollution Control Program: Program Development and Approval Guidance,
Working Group Working Paper; USEPA, April 1992.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), March 2003.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Material Use

WM-2

Description and Purpose

Prevent or reduce the discharge of pollutants to the storm drain
system or watercourses from material use by using alternative
products, minimizing hazardous material use onsite, and
training employees and subcontractors.

Suitable Applications

This BMP is suitable for use at all construction projects. These
procedures apply when the following materials are used or
prepared onsite:

m Pesticides and herbicides

m  Fertilizers

m  Detergents

m  Petroleum products such as fuel, oil, and grease
m  Asphalt and other concrete components

m  Other hazardous chemicals such as acids, lime, glues,
adhesives, paints, solvents, and curing compounds

m  Other materials that may be detrimental if released to the
environment

Categories

EC  Erosion Control

SE  Sediment Control

TC  Tracking Control

WE  Wind Erosion Control

NS Non-Stormwater
Management Control

Waste Management and o

WM Materials Pollution Control

Legend:
4] Primary Category
[x] Secondary Category

Targeted Constituents

Sediment
Nutrients
Trash

Metals
Bacteria

Oil and Grease
Organics

NN RN

Potential Alternatives

None
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Material Use WM-2

Limitations

Safer alternative building and construction products may not be available or suitable in every
instance.

Implementation
The following steps should be taken to minimize risk:

m  Minimize use of hazardous materials onsite.

m  Follow manufacturer instructions regarding uses, protective equipment, ventilation,
flammability, and mixing of chemicals.

m Train personnel who use pesticides. The California Department of Pesticide Regulation and
county agricultural commissioners license pesticide dealers, certify pesticide applicators,
and conduct onsite inspections.

m  The preferred method of termiticide application is soil injection near the existing or
proposed structure foundation/slab; however, if not feasible, soil drench application of
termiticides should follow EPA label guidelines and the following recommendations (most
of which are applicable to most pesticide applications):

Do not treat soil that is water-saturated or frozen.

Application shall not commence within 24-hours of a predicted precipitation event with
a 40% or greater probability. Weather tracking must be performed on a daily basis prior
to termiticide application and during the period of termiticide application.

Do not allow treatment chemicals to runoff from the target area. Apply proper quantity
to prevent excess runoff. Provide containment for and divert stormwater from
application areas using berms or diversion ditches during application.

Dry season: Do not apply within 10 feet of storm drains. Do not apply within 25 feet of
aquatic habitats (such as, but not limited to, lakes; reservoirs; rivers; permanent
streams; marshes or ponds; estuaries; and commercial fish farm ponds).

Wet season: Do not apply within 50 feet of storm drains or aquatic habitats (such as, but
not limited to, lakes; reservoirs; rivers; permanent streams; marshes or ponds; estuaries;
and commercial fish farm ponds) unless a vegetative buffer is present (if so, refer to dry
season requirements).

Do not make on-grade applications when sustained wind speeds are above 10 mph (at
application site) at nozzle end height.

Cover treatment site prior to a rain event in order to prevent run-off of the pesticide into
non-target areas. The treated area should be limited to a size that can be backfilled
and/or covered by the end of the work shift. Backfilling or covering of the treated area
shall be done by the end of the same work shift in which the application is made.

The applicator must either cover the soil him/herself or provide written notification of
the above requirement to the contractor on site and to the person commissioning the
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Material Use WM-2

application (if different than the contractor). If notice is provided to the contractor or the
person commissioning the application, then they are responsible under the Federal
Insecticide Fungicide, and Rodenticide Act (FIFRA) to ensure that: 1) if the concrete slab
cannot be poured over the treated soil within 24 hours of application, the treated soil is
covered with a waterproof covering (such as polyethylene sheeting), and 2) the treated
soil is covered if precipitation is predicted to occur before the concrete slab is scheduled
to be poured.

= Do not over-apply fertilizers, herbicides, and pesticides. Prepare only the amount needed.
Follow the recommended usage instructions. Over-application is expensive and
environmentally harmful. Unless on steep slopes, till fertilizers into the soil rather than
hydraulic application. Apply surface dressings in several smaller applications, as opposed to
one large application, to allow time for infiltration and to avoid excess material being carried
offsite by runoff. Do not apply these chemicals before predicted rainfall.

m Train employees and subcontractors in proper material use.
= Supply Material Safety Data Sheets (MSDS) for all materials.

m  Dispose of latex paint and paint cans, used brushes, rags, absorbent materials, and drop
cloths, when thoroughly dry and are no longer hazardous, with other construction debris.

= Do not remove the original product label; it contains important safety and disposal
information. Use the entire product before disposing of the container.

m  Mix paint indoors or in a containment area. Never clean paintbrushes or rinse paint
containers into a street, gutter, storm drain, or watercourse. Dispose of any paint thinners,
residue, and sludge(s) that cannot be recycled, as hazardous waste.

m  For water-based paint, clean brushes to the extent practicable, and rinse to a drain leading to
a sanitary sewer where permitted, or contain for proper disposal off site. For oil-based
paints, clean brushes to the extent practicable, and filter and reuse thinners and solvents.

m  Use recycled and less hazardous products when practical. Recycle residual paints, solvents,
non-treated lumber, and other materials.

m  Use materials only where and when needed to complete the construction activity. Use safer
alternative materials as much as possible. Reduce or eliminate use of hazardous materials
onsite when practical.

m  Document the location, time, chemicals applied, and applicator’s name and qualifications.

m  Keep an ample supply of spill clean up material near use areas. Train employees in spill
clean up procedures.

m  Avoid exposing applied materials to rainfall and runoff unless sufficient time has been
allowed for them to dry.

m Discontinue use of erodible landscape material within 2 days prior to a forecasted rain event
and materials should be covered and/or bermed.
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Material Use WM-2

m  Provide containment for material use areas such as masons’ areas or paint
mixing/preparation areas to prevent materials/pollutants from entering stormwater.

Costs
All of the above are low cost measures.

Inspection and Maintenance

m Inspect and verify that activity-based BMPs are in place prior to the commencement of
associated activities.

= BMPs must be inspected in accordance with General Permit requirements for the associated
project type and risk level. It is recommended that at a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after the
conclusion of rain events.

= Ensure employees and subcontractors throughout the job are using appropriate practices.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,
1995.

Coastal Nonpoint Pollution Control Program: Program Development and Approval Guidance,
Working Group Working Paper; USEPA, April 1992.

Comments on Risk Assessments Risk Reduction Options for Cypermethrin: Docket No. OPP—
2005-0293; California Stormwater Quality Association (CASQA) letter to USEPA,
2006.Environmental Hazard and General Labeling for Pyrethroid Non-Agricultural Outdoor
Products, EPA-HQ-OPP-2008-0331-0021; USEPA, 2008.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), March 2003.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Stockpile Management WM-3

Categories

EC  Erosion Control

SE  Sediment Control

TC  Tracking Control

WE  Wind Erosion Control
Non-Stormwater

\ NS Management Control

Waste Management and
WM Materials Pollution Control M

Legend:
%] Primary Category
[x] Secondary Category

Description and Purpose Targeted Constituents

Stockpile management procedures and practices are designed Sediment M
to reduce or eliminate air and stormwater pollution from Nutrients M
stockpiles of soil, soil amendments, sand, paving materials such Trash 4]
as portland cement concrete (PCC) rubble, asphalt concrete Metals |
(AC), asphalt concrete rubble, aggregate base, aggregate sub Bacteria
bgsei or pre-mixed aggregate, asphalt minder (so called “cold Oil and Grease M
mix” asphalt), and pressure treated wood. .

Organics 4|
Suitable Applications
Implement in all projects that stockpile soil and other loose Potential Alternatives
materials.

None
Limitations

m Plastic sheeting as a stockpile protection is temporary and
hard to manage in windy conditions. Where plastic is used,
consider use of plastic tarps with nylon reinforcement
which may be more durable than standard sheeting.

m Plastic sheeting can increase runoff volume due to lack of
infiltration and potentially cause perimeter control failure.

m Plastic sheeting breaks down faster in sunlight.

m  The use of plastic materials should be avoided when feasible
and photodegradable plastics should not be used.

Implementation

Protection of stockpiles is a year-round requirement. To properly
manage stockpiles:

CALIFORNIA STORMWATER
QUALITY ASSOCIAT y
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Stockpile Management WM-3

m  On larger sites, a minimum of 50 ft separation from concentrated flows of stormwater,
drainage courses, and inlets is recommended.

m  All stockpiles are required to be protected immediately if they are not scheduled to be used
within 14 days.

m  Protect all stockpiles from stormwater run-on using temporary perimeter sediment barriers
such as compost berms (SE-13), temporary silt dikes (SE-12), fiber rolls (SE-5), silt fences
(SE-1), sandbags (SE-8), gravel bags (SE-6), or biofilter bags (SE-14). Refer to the individual
fact sheet for each of these controls for installation information.

» Implement wind erosion control practices as appropriate on all stockpiled material. For
specific information, see WE-1, Wind Erosion Control.

m  Manage stockpiles of contaminated soil in accordance with WM-7, Contaminated Soil
Management.

m Place bagged materials on pallets and under cover.
m  Ensure that stockpile coverings are installed securely to protect from wind and rain.

m  Some plastic covers withstand weather and sunlight better than others. Select cover
materials or methods based on anticipated duration of use.

Protection of Non-Active Stockpiles
Non-active stockpiles of the identified materials should be protected further as follows:

Soil stockpiles

m  Cover and project soil stockpiles with soil stabilization measures and a temporary perimeter
sediment barrier at all times.

m  Consider temporary vegetation for topsoil piles that will be stockpiled for extended periods.

Stockpiles of Portland cement concrete rubble, asphalt concrete, asphalt concrete rubble,
aggregate base, or aggregate sub base

m  Provide covers and protect these stockpiles with a temporary perimeter sediment barrier at
all times.

Stockpiles of “cold mix”

m  Cover cold mix stockpiles and place them on plastic sheeting (or comparable material) and
surround the stockpiles with a berm all times.

Stockpiles of fly ash, stucco, hydrated lime

m  Cover stockpiles of materials that may raise the pH of runoff (i.e., basic materials) with
plastic and surround the stockpiles with a berm at all times.
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Stockpile Management WM-3

Stockpiles/Storage of wood (Pressure treated with chromated copper arsenate or ammoniacal
copper zinc arsenate)

m  Cover treated wood with plastic sheeting (or comparable material) and surround with a
berm at all times.

Protection of Active Stockpiles
Active stockpiles of the identified materials should be protected as follows:

m  All stockpiles should be covered and protected with a temporary linear sediment barrier
prior to the onset of precipitation.

m  Stockpiles of “cold mix” and treated wood, and basic materials should be placed on and
covered with plastic sheeting or comparable material and surrounded by a berm prior to the
onset of precipitation.

m  The downstream perimeter of an active stockpile should be protected with a linear sediment
barrier or berm and runoff should be diverted around or away from the stockpile on the
upstream perimeter.

Costs

For cost information associated with stockpile protection refer to the individual erosion or
sediment control BMP fact sheet considered for implementation (For example, refer to SE-1 Silt
Fence for installation of silt fence around the perimeter of a stockpile.)

Inspection and Maintenance

m  Stockpiles must be inspected in accordance with General Permit requirements for the
associated project type and risk level. It is recommended that at a minimum, BMPs be
inspected weekly, prior to forecasted rain events, daily during extended rain events, and
after the conclusion of rain events.

m It may be necessary to inspect stockpiles covered with plastic sheeting more frequently
during certain conditions (for example, high winds or extreme heat).

m  Repair and/or replace perimeter controls and covers as needed to keep them functioning
properly.

m  Sediment shall be removed when it reaches one-third of the barrier height.

References

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), March 2003.
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Spill Prevention and Control

WM-4
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Categories

EC  Erosion Control

SE  Sediment Control

TC  Tracking Control

WE  Wind Erosion Control

NS Non-Stormwater
Management Control

WM Wastg Management and
Materials Pollution Control

Legend:

%] Primary Objective
3] Secondary Objective

Description and Purpose

Prevent or reduce the discharge of pollutants to drainage
systems or watercourses from leaks and spills by reducing the
chance for spills, stopping the source of spills, containing and
cleaning up spills, properly disposing of spill materials, and
training employees.

This best management practice covers only spill prevention and
control. However, WM-1, Materials Delivery and Storage, and
WM-2, Material Use, also contain useful information,
particularly on spill prevention. For information on wastes, see
the waste management BMPs in this section.

Suitable Applications

This BMP is suitable for all construction projects. Spill control
procedures are implemented anytime chemicals or hazardous
substances are stored on the construction site, including the
following materials:

m  Soil stabilizers/binders
m  Dust palliatives

m  Herbicides

m  Growth inhibitors

m  Fertilizers

m  Deicing/anti-icing chemicals

Targeted Constituents

Sediment
Nutrients
Trash

Metals
Bacteria

QOil and Grease
Organics

NN RRRXFN

Potential Alternatives

None

CALIFORNIA STORMWATER
QUALITY ASSOCIATION
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Spill Prevention and Control WM-4

m  Fuels
m  Lubricants
m  Other petroleum distillates

Limitations
m In some cases it may be necessary to use a private spill cleanup company.

m  This BMP applies to spills caused by the contractor and subcontractors.

m  Procedures and practices presented in this BMP are general. Contractor should identify
appropriate practices for the specific materials used or stored onsite

Implementation
The following steps will help reduce the stormwater impacts of leaks and spills:

Education

m  Be aware that different materials pollute in different amounts. Make sure that each
employee knows what a “significant spill” is for each material they use, and what is the
appropriate response for “significant” and “insignificant” spills.

m  Educate employees and subcontractors on potential dangers to humans and the
environment from spills and leaks.

m  Hold regular meetings to discuss and reinforce appropriate disposal procedures (incorporate
into regular safety meetings).

m  Establish a continuing education program to indoctrinate new employees.

= Have contractor’s superintendent or representative oversee and enforce proper spill
prevention and control measures.

General Measures

m  To the extent that the work can be accomplished safely, spills of oil, petroleum products,
substances listed under 40 CFR parts 110,117, and 302, and sanitary and septic wastes
should be contained and cleaned up immediately.

m Store hazardous materials and wastes in covered containers and protect from vandalism.
m  Place a stockpile of spill cleanup materials where it will be readily accessible.

m Train employees in spill prevention and cleanup.

m  Designate responsible individuals to oversee and enforce control measures.

m  Spills should be covered and protected from stormwater runon during rainfall to the extent
that it doesn’t compromise clean up activities.

= Do not bury or wash spills with water.
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Spill Prevention and Control WM-4

m Store and dispose of used clean up materials, contaminated materials, and recovered spill
material that is no longer suitable for the intended purpose in conformance with the
provisions in applicable BMPs.

= Do not allow water used for cleaning and decontamination to enter storm drains or
watercourses. Collect and dispose of contaminated water in accordance with WM-10, Liquid
Waste Management.

= Contain water overflow or minor water spillage and do not allow it to discharge into
drainage facilities or watercourses.

m Place proper storage, cleanup, and spill reporting instructions for hazardous materials
stored or used on the project site in an open, conspicuous, and accessible location.

m  Keep waste storage areas clean, well organized, and equipped with ample cleanup supplies
as appropriate for the materials being stored. Perimeter controls, containment structures,
covers, and liners should be repaired or replaced as needed to maintain proper function.

Cleanup
m  Clean up leaks and spills immediately.

m  Use a rag for small spills on paved surfaces, a damp mop for general cleanup, and absorbent
material for larger spills. If the spilled material is hazardous, then the used cleanup
materials are also hazardous and must be sent to either a certified laundry (rags) or disposed
of as hazardous waste.

m  Never hose down or bury dry material spills. Clean up as much of the material as possible
and dispose of properly. See the waste management BMPs in this section for specific
information.

Minor Spills
= Minor spills typically involve small quantities of oil, gasoline, paint, etc. which can be
controlled by the first responder at the discovery of the spill.

m  Use absorbent materials on small spills rather than hosing down or burying the spill.
= Absorbent materials should be promptly removed and disposed of properly.
m  Follow the practice below for a minor spill:

- Contain the spread of the spill.

- Recover spilled materials.

- Clean the contaminated area and properly dispose of contaminated materials.

Semi-Significant Spills

m  Semi-significant spills still can be controlled by the first responder along with the aid of
other personnel such as laborers and the foreman, etc. This response may require the
cessation of all other activities.
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m  Spills should be cleaned up immediately:

Contain spread of the spill.
Notify the project foreman immediately.

If the spill occurs on paved or impermeable surfaces, clean up using "dry" methods
(absorbent materials, cat litter and/or rags). Contain the spill by encircling with
absorbent materials and do not let the spill spread widely.

If the spill occurs in dirt areas, immediately contain the spill by constructing an earthen
dike. Digup and properly dispose of contaminated soil.

If the spill occurs during rain, cover spill with tarps or other material to prevent
contaminating runoff.

Significant/Hazardous Spills

m For significant or hazardous spills that cannot be controlled by personnel in the immediate
vicinity, the following steps should be taken:

Notify the local emergency response by dialing 911. In addition to 911, the contractor will
notify the proper county officials. It is the contractor's responsibility to have all
emergency phone numbers at the construction site.

Notify the Governor's Office of Emergency Services Warning Center, (916) 845-8911.

For spills of federal reportable quantities, in conformance with the requirements in 40
CFR parts 110,119, and 302, the contractor should notify the National Response Center
at (800) 424-8802.

Notification should first be made by telephone and followed up with a written report.

The services of a spills contractor or a Haz-Mat team should be obtained immediately.
Construction personnel should not attempt to clean up until the appropriate and
qualified staffs have arrived at the job site.

Other agencies which may need to be consulted include, but are not limited to, the Fire
Department, the Public Works Department, the Coast Guard, the Highway Patrol, the
City/County Police Department, Department of Toxic Substances, California Division of
Oil and Gas, Cal/OSHA, etc.

Reporting
m  Report significant spills to local agencies, such as the Fire Department; they can assist in
cleanup.

m  Federal regulations require that any significant oil spill into a water body or onto an
adjoining shoreline be reported to the National Response Center (NRC) at 800-424-8802
(24 hours).

Use the following measures related to specific activities:
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Vehicle and Equipment Maintenance

m If maintenance must occur onsite, use a designated area and a secondary containment,
located away from drainage courses, to prevent the runon of stormwater and the runoff of
spills.

m  Regularly inspect onsite vehicles and equipment for leaks and repair immediately

m  Check incoming vehicles and equipment (including delivery trucks, and employee and
subcontractor vehicles) for leaking oil and fluids. Do not allow leaking vehicles or
equipment onsite.

= Always use secondary containment, such as a drain pan or drop cloth, to catch spills or leaks
when removing or changing fluids.

m  Place drip pans or absorbent materials under paving equipment when not in use.

m  Use absorbent materials on small spills rather than hosing down or burying the spill.
Remove the absorbent materials promptly and dispose of properly.

m  Promptly transfer used fluids to the proper waste or recycling drums. Don’t leave full drip
pans or other open containers lying around

= Qil filters disposed of in trashcans or dumpsters can leak oil and pollute stormwater. Place
the oil filter in a funnel over a waste oil-recycling drum to drain excess oil before disposal.
Oil filters can also be recycled. Ask the oil supplier or recycler about recycling oil filters.

m Store cracked batteries in a non-leaking secondary container. Do this with all cracked
batteries even if you think all the acid has drained out. If you drop a battery, treat it as if it is
cracked. Put it into the containment area until you are sure it is not leaking.

Vehicle and Equipment Fueling

m If fueling must occur onsite, use designate areas, located away from drainage courses, to
prevent the runon of stormwater and the runoff of spills.

m  Discourage “topping off” of fuel tanks.
= Always use secondary containment, such as a drain pan, when fueling to catch spills/ leaks.

Costs

Prevention of leaks and spills is inexpensive. Treatment and/ or disposal of contaminated soil
or water can be quite expensive.

Inspection and Maintenance

m  Inspect and verify that activity—based BMPs are in place prior to the commencement of
associated activities. While activities associated with the BMP are under way, inspect BMPs
in accordance with General Permit requirements for the associated project type and risk
level. It is recommended that at a minimum, BMPs be inspected weekly, prior to forecasted
rain events, daily during extended rain events, and after the conclusion of rain events.
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Spill Prevention and Control WM-4

m  Inspect BMPs subject to non-stormwater discharge daily while non-stormwater discharges
occur.

m  Keep ample supplies of spill control and cleanup materials onsite, near storage, unloading,
and maintenance areas.

m  Update your spill prevention and control plan and stock cleanup materials as changes occur
in the types of chemicals onsite.

References
Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,

1995.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Solid Waste Management

WM-5

Description and Purpose

Solid waste management procedures and practices are designed
to prevent or reduce the discharge of pollutants to stormwater
from solid or construction waste by providing designated waste
collection areas and containers, arranging for regular disposal,
and training employees and subcontractors.

Suitable Applications

This BMP is suitable for construction sites where the following
wastes are generated or stored:

m  Solid waste generated from trees and shrubs removed
during land clearing, demolition of existing structures
(rubble), and building construction

m  Packaging materials including wood, paper, and plastic

m  Scrap or surplus building materials including scrap metals,
rubber, plastic, glass pieces, and masonry products

m  Domestic wastes including food containers such as beverage
cans, coffee cups, paper bags, plastic wrappers, and
cigarettes

m  Construction wastes including brick, mortar, timber, steel
and metal scraps, pipe and electrical cuttings, non-
hazardous equipment parts, styrofoam and other materials
used to transport and package construction materials

m  Highway planting wastes, including vegetative material,

Categories
EC  Erosion Control
SE  Sediment Control
TC  Tracking Control
WE  Wind Erosion Control
NS Non-Stormwater
Management Control
Waste Management and
WM Materials Pollution Control M
Legend:

%] Primary Objective

3] Secondary Objective

Targeted Constituents

Sediment
Nutrients

Trash
Metals

Bacteria
Oil and Grease

Organi
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CS

Potential Alternatives

None
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Solid Waste Management WM-5

plant containers, and packaging materials

Limitations
Temporary stockpiling of certain construction wastes may not necessitate stringent drainage
related controls during the non-rainy season or in desert areas with low rainfall.

Implementation
The following steps will help keep a clean site and reduce stormwater pollution:

m  Select designated waste collection areas onsite.

m Inform trash-hauling contractors that you will accept only watertight dumpsters for onsite
use. Inspect dumpsters for leaks and repair any dumpster that is not watertight.

m  Locate containers in a covered area or in a secondary containment.

m  Provide an adequate number of containers with lids or covers that can be placed over the
container to keep rain out or to prevent loss of wastes when it is windy.

m  Cover waste containers at the end of each work day and when it is raining.

m  Plan for additional containers and more frequent pickup during the demolition phase of
construction.

m  Collect site trash daily, especially during rainy and windy conditions.

= Remove this solid waste promptly since erosion and sediment control devices tend to collect
litter.

m  Make sure that toxic liquid wastes (used oils, solvents, and paints) and chemicals (acids,
pesticides, additives, curing compounds) are not disposed of in dumpsters designated for
construction debris.

m Do not hose out dumpsters on the construction site. Leave dumpster cleaning to the trash
hauling contractor.

m  Arrange for regular waste collection before containers overflow.
m  Clean up immediately if a container does spill.

m  Make sure that construction waste is collected, removed, and disposed of only at authorized
disposal areas.

Education

m  Have the contractor’s superintendent or representative oversee and enforce proper solid
waste management procedures and practices.

m Instruct employees and subcontractors on identification of solid waste and hazardous waste.

m  Educate employees and subcontractors on solid waste storage and disposal procedures.
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Solid Waste Management WM-5

m  Hold regular meetings to discuss and reinforce disposal procedures (incorporate into regular
safety meetings).

m  Require that employees and subcontractors follow solid waste handling and storage
procedures.

= Prohibit littering by employees, subcontractors, and visitors.
= Minimize production of solid waste materials wherever possible.

Collection, Storage, and Disposal
m Littering on the project site should be prohibited.

m  To prevent clogging of the storm drainage system, litter and debris removal from drainage
grates, trash racks, and ditch lines should be a priority.

m  Trash receptacles should be provided in the contractor’s yard, field trailer areas, and at
locations where workers congregate for lunch and break periods.

m Litter from work areas within the construction limits of the project site should be collected
and placed in watertight dumpsters at least weekly, regardless of whether the litter was
generated by the contractor, the public, or others. Collected litter and debris should not be
placed in or next to drain inlets, stormwater drainage systems, or watercourses.

m  Dumpsters of sufficient size and number should be provided to contain the solid waste
generated by the project.

m  Full dumpsters should be removed from the project site and the contents should be disposed
of by the trash hauling contractor.

m  Construction debris and waste should be removed from the site biweekly or more frequently
as needed.

= Construction material visible to the public should be stored or stacked in an orderly manner.

m  Stormwater runon should be prevented from contacting stored solid waste through the use
of berms, dikes, or other temporary diversion structures or through the use of measures to
elevate waste from site surfaces.

m  Solid waste storage areas should be located at least 50 ft from drainage facilities and
watercourses and should not be located in areas prone to flooding or ponding.

m  Except during fair weather, construction and highway planting waste not stored in
watertight dumpsters should be securely covered from wind and rain by covering the waste
with tarps or plastic.

m  Segregate potentially hazardous waste from non-hazardous construction site waste.

m  Make sure that toxic liquid wastes (used oils, solvents, and paints) and chemicals (acids,
pesticides, additives, curing compounds) are not disposed of in dumpsters designated for
construction debris.
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Solid Waste Management WM-5

m  For disposal of hazardous waste, see WM-6, Hazardous Waste Management. Have
hazardous waste hauled to an appropriate disposal and/or recycling facility.

m  Salvage or recycle useful vegetation debris, packaging and surplus building materials when
practical. For example, trees and shrubs from land clearing can be used as a brush barrier,
or converted into wood chips, then used as mulch on graded areas. Wood pallets, cardboard
boxes, and construction scraps can also be recycled.

Costs
All of the above are low cost measures.

Inspection and Maintenance

m Inspect and verify that activity—based BMPs are in place prior to the commencement of
associated activities. While activities associated with the BMP are under way, inspect BMPs
in accordance with General Permit requirements for the associated project type and risk
level. It is recommended that at a minimum, BMPs be inspected weekly, prior to forecasted
rain events, daily during extended rain events, and after the conclusion of rain events.

m Inspect BMPs subject to non-stormwater discharge daily while non-stormwater discharges
occur

m Inspect construction waste area regularly.
m  Arrange for regular waste collection.

References
Processes, Procedures and Methods to Control Pollution Resulting from All Construction
Activity, 430/9-73-007, USEPA, 1973.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Hazardous Waste Management

WM-6

Categories
EC  Erosion Control
SE  Sediment Control
TC  Tracking Control
WE  Wind Erosion Control
NS Non-Stormwater
Management Control
Waste Management and
WM Materials Pollution Control M
Legend:

%] Primary Objective

3] Secondary Objective

Description and Purpose
Prevent or reduce the discharge of pollutants to stormwater from

hazardous waste through proper material use, waste disposal,
and training of employees and subcontractors.

Suitable Applications
This best management practice (BMP) applies to all construction

projects. Hazardous waste management practices are
implemented on construction projects that generate waste from

the use of:

Petroleum Products

- Concrete Curing Compounds

- Palliatives
- Septic Wastes
- Stains

- Wood Preservatives

Asphalt Products
Pesticides

Acids

Paints

Solvents

Roofing Tar

- Any materials deemed a hazardous waste in California,
Title 22 Division 4.5, or listed in 40 CFR Parts 110, 117,

261, or 302

Targeted Constituents

Sediment

Nutrients

Trash
Metals

Bacteria
Oil and Grease

Organi

NRRNRNRRX

CS

Potential Alternatives

None
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Hazardous Waste Management WM-6

In addition, sites with existing structures may contain wastes, which must be disposed of in
accordance with federal, state, and local regulations. These wastes include:

m  Sandblasting grit mixed with lead-, cadmium-, or chromium-based paints
m  Asbestos
m  PCBs (particularly in older transformers)

Limitations

m Hazardous waste that cannot be reused or recycled must be disposed of by a licensed
hazardous waste hauler.

m  Nothing in this BMP relieves the contractor from responsibility for compliance with federal,
state, and local laws regarding storage, handling, transportation, and disposal of hazardous
wastes.

m  This BMP does not cover aerially deposited lead (ADL) soils. For ADL soils refer to WM-7,
Contaminated Soil Management.

Implementation
The following steps will help reduce stormwater pollution from hazardous wastes:

Material Use

m  Wastes should be stored in sealed containers constructed of a suitable material and should
be labeled as required by Title 22 CCR, Division 4.5 and 49 CFR Parts 172, 173, 178, and 179.

m All hazardous waste should be stored, transported, and disposed as required in Title 22 CCR,
Division 4.5 and 49 CFR 261-263.

m  Waste containers should be stored in temporary containment facilities that should comply
with the following requirements:

- Temporary containment facility should provide for a spill containment volume equal to
1.5 times the volume of all containers able to contain precipitation from a 25 year storm
event, plus the greater of 10% of the aggregate volume of all containers or 100% of the
capacity of the largest tank within its boundary, whichever is greater.

- Temporary containment facility should be impervious to the materials stored there for a
minimum contact time of 72 hours.

- Temporary containment facilities should be maintained free of accumulated rainwater
and spills. In the event of spills or leaks, accumulated rainwater and spills should be
placed into drums after each rainfall. These liquids should be handled as a hazardous
waste unless testing determines them to be non-hazardous. Non-hazardous liquids
should be sent to an approved disposal site.

- Sufficient separation should be provided between stored containers to allow for spill
cleanup and emergency response access.
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Hazardous Waste Management WM-6

- Incompatible materials, such as chlorine and ammonia, should not be stored in the same
temporary containment facility.

- Throughout the rainy season, temporary containment facilities should be covered during
non-working days, and prior to rain events. Covered facilities may include use of plastic
tarps for small facilities or constructed roofs with overhangs.

= Drums should not be overfilled and wastes should not be mixed.
m  Unless watertight, containers of dry waste should be stored on pallets.

= Do not over-apply herbicides and pesticides. Prepare only the amount needed. Follow the
recommended usage instructions. Over application is expensive and environmentally
harmful. Apply surface dressings in several smaller applications, as opposed to one large
application. Allow time for infiltration and avoid excess material being carried offsite by
runoff. Do not apply these chemicals just before it rains. People applying pesticides must be
certified in accordance with federal and state regulations.

m  Paint brushes and equipment for water and oil based paints should be cleaned within a
contained area and should not be allowed to contaminate site soils, watercourses, or
drainage systems. Waste paints, thinners, solvents, residues, and sludges that cannot be
recycled or reused should be disposed of as hazardous waste. When thoroughly dry, latex
paint and paint cans, used brushes, rags, absorbent materials, and drop cloths should be
disposed of as solid waste.

= Do not clean out brushes or rinse paint containers into the dirt, street, gutter, storm drain,
or stream. “Paint out” brushes as much as possible. Rinse water-based paints to the
sanitary sewer. Filter and reuse thinners and solvents. Dispose of excess oil-based paints
and sludge as hazardous waste.

m  The following actions should be taken with respect to temporary contaminant:
- Ensure that adequate hazardous waste storage volume is available.
- Ensure that hazardous waste collection containers are conveniently located.

- Designate hazardous waste storage areas onsite away from storm drains or watercourses
and away from moving vehicles and equipment to prevent accidental spills.

- Minimize production or generation of hazardous materials and hazardous waste on the
job site.

- Use containment berms in fueling and maintenance areas and where the potential for
spills is high.

- Segregate potentially hazardous waste from non-hazardous construction site debris.

- Keep liquid or semi-liquid hazardous waste in appropriate containers (closed drums or
similar) and under cover.
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Hazardous Waste Management WM-6

- Clearly label all hazardous waste containers with the waste being stored and the date of
accumulation.

- Place hazardous waste containers in secondary containment.

- Do not allow potentially hazardous waste materials to accumulate on the ground.
- Do not mix wastes.

- Use all of the product before disposing of the container.

- Do not remove the original product label; it contains important safety and disposal
information.

Waste Recycling Disposal

Select designated hazardous waste collection areas onsite.

Hazardous materials and wastes should be stored in covered containers and protected from
vandalism.

Place hazardous waste containers in secondary containment.

Do not mix wastes, this can cause chemical reactions, making recycling impossible and
complicating disposal.

Recycle any useful materials such as used oil or water-based paint.

Make sure that toxic liquid wastes (used oils, solvents, and paints) and chemicals (acids,
pesticides, additives, curing compounds) are not disposed of in dumpsters designated for
construction debris.

Arrange for regular waste collection before containers overflow.

Make sure that hazardous waste (e.g., excess oil-based paint and sludge) is collected,
removed, and disposed of only at authorized disposal areas.

Disposal Procedures

Waste should be disposed of by a licensed hazardous waste transporter at an authorized and
licensed disposal facility or recycling facility utilizing properly completed Uniform
Hazardous Waste Manifest forms.

m A Department of Health Services certified laboratory should sample waste to determine the
appropriate disposal facility.

m  Properly dispose of rainwater in secondary containment that may have mixed with
hazardous waste.

m Attention is directed to "Hazardous Material", "Contaminated Material", and "Aerially
Deposited Lead" of the contract documents regarding the handling and disposal of
hazardous materials.
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Hazardous Waste Management WM-6

Education
m  Educate employees and subcontractors on hazardous waste storage and disposal procedures.

m  Educate employees and subcontractors on potential dangers to humans and the
environment from hazardous wastes.

m Instruct employees and subcontractors on safety procedures for common construction site
hazardous wastes.

m Instruct employees and subcontractors in identification of hazardous and solid waste.

m  Hold regular meetings to discuss and reinforce hazardous waste management procedures
(incorporate into regular safety meetings).

m The contractor’s superintendent or representative should oversee and enforce proper
hazardous waste management procedures and practices.

m  Make sure that hazardous waste is collected, removed, and disposed of only at authorized
disposal areas.

m  Warning signs should be placed in areas recently treated with chemicals.
m  Place a stockpile of spill cleanup materials where it will be readily accessible.
m If a container does spill, clean up immediately.

Costs
All of the above are low cost measures.

Inspection and Maintenance

m Inspect and verify that activity—based BMPs are in place prior to the commencement of
associated activities. While activities associated with the BMP are under way, inspect BMPs
in accordance with General Permit requirements for the associated project type and risk
level. Itis recommended that at a minimum, BMPs be inspected weekly, prior to forecasted
rain events, daily during extended rain events, and after the conclusion of rain events..

m Inspect BMPs subject to non-stormwater discharge daily while non-stormwater discharges
occur

m  Hazardous waste should be regularly collected.

m A foreman or construction supervisor should monitor onsite hazardous waste storage and
disposal procedures.

m  Waste storage areas should be kept clean, well organized, and equipped with ample cleanup
supplies as appropriate for the materials being stored.

m  Perimeter controls, containment structures, covers, and liners should be repaired or
replaced as needed to maintain proper function.
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Hazardous Waste Management WM-6

m  Hazardous spills should be cleaned up and reported in conformance with the applicable
Material Safety Data Sheet (MSDS) and the instructions posted at the project site.

m  The National Response Center, at (800) 424-8802, should be notified of spills of federal
reportable quantities in conformance with the requirements in 40 CFR parts 110, 117, and
302. Also notify the Governors Office of Emergency Services Warning Center at (916) 845-
8911.

m A copy of the hazardous waste manifests should be provided.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,

1995.

Processes, Procedures and Methods to Control Pollution Resulting from All Construction
Activity, 430/9-73-007, USEPA, 1973.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Concrete Waste Management

WM-8

CONCRETE

M o WASHOUT
— AREA

r _—

Description and Purpose

Prevent the discharge of pollutants to stormwater from
concrete waste by conducting washout onsite or offsite in a
designated area, and by employee and subcontractor training.

The General Permit incorporates Numeric Effluent Limits
(NEL) and Numeric Action Levels (NAL) for pH (see Section 2
of this handbook to determine your project’s risk level and if
you are subject to these requirements).

Many types of construction materials, including mortar,
concrete, stucco, cement and block and their associated wastes
have basic chemical properties that can raise pH levels outside
of the permitted range. Additional care should be taken when
managing these materials to prevent them from coming into
contact with stormwater flows and raising pH to levels outside
the accepted range.

Suitable Applications

Concrete waste management procedures and practices are
implemented on construction projects where:

m  Concrete is used as a construction material or where
concrete dust and debris result from demolition activities.

m  Slurries containing portland cement concrete (PCC) are
generated, such as from saw cutting, coring, grinding,
grooving, and hydro-concrete demolition.

Categories

EC  Erosion Control

SE  Sediment Control

TC  Tracking Control

WE  Wind Erosion Control

Non-Stormwater
X
NS Management Control

Waste Management and o

WM Materials Pollution Control

Legend:
4] Primary Category
[x] Secondary Category

Targeted Constituents

Sediment ™
Nutrients

Trash

Metals |
Bacteria

Oil and Grease

Organics

Potential Alternatives

None
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Concrete Waste Management WM-8

m  Concrete trucks and other concrete-coated equipment are washed onsite.
m  Mortar-mixing stations exist.

m  Stucco mixing and spraying .

m  See also NS-8, Vehicle and Equipment Cleaning.

Limitations
= Offsite washout of concrete wastes may not always be possible.

m  Multiple washouts may be needed to assure adequate capacity and to allow for evaporation.

Implementation
The following steps will help reduce stormwater pollution from concrete wastes:

m Incorporate requirements for concrete waste management into material supplier and
subcontractor agreements.

m  Store dry and wet materials under cover, away from drainage areas. Refer to WM-1, Material
Delivery and Storage for more information.

m  Avoid mixing excess amounts of concrete.

m  Perform washout of concrete trucks in designated areas only, where washout will not reach
stormwater.

= Do not wash out concrete trucks into storm drains, open ditches, streets, streams or onto the
ground. Trucks should always be washed out into designated facilities.

= Do not allow excess concrete to be dumped onsite, except in designated areas.
m  For onsite washout:

- On larger sites, it is recommended to locate washout areas at least 50 feet from storm
drains, open ditches, or water bodies. Do not allow runoff from this area by constructing
a temporary pit or bermed area large enough for liquid and solid waste.

- Washout wastes into the temporary washout where the concrete can set, be broken up,
and then disposed properly.

- Washout should be lined so there is no discharge into the underlying soil.

m Do not wash sweepings from exposed aggregate concrete into the street or storm drain.
Collect and return sweepings to aggregate base stockpile or dispose in the trash.

m  See typical concrete washout installation details at the end of this fact sheet.

Education

m  Educate employees, subcontractors, and suppliers on the concrete waste management
techniques described herein.

November 2009 California Stormwater BMP Handbook 20of 7

Construction
WWWw.casqga.org



Concrete Waste Management WM-8

m  Arrange for contractor’s superintendent or representative to oversee and enforce concrete
waste management procedures.

m  Discuss the concrete management techniques described in this BMP (such as handling of
concrete waste and washout) with the ready-mix concrete supplier before any deliveries are
made.

Concrete Demolition Wastes
m  Stockpile concrete demolition waste in accordance with BMP WM-3, Stockpile Management.

m  Dispose of or recycle hardened concrete waste in accordance with applicable federal, state or
local regulations.

Concrete Slurry Wastes
m  PCC and AC waste should not be allowed to enter storm drains or watercourses.

m  PCC and AC waste should be collected and disposed of or placed in a temporary concrete
washout facility (as described in Onsite Temporary Concrete Washout Facility, Concrete
Transit Truck Washout Procedures, below).

m A foreman or construction supervisor should monitor onsite concrete working tasks, such as
saw cutting, coring, grinding and grooving to ensure proper methods are implemented.

m  Saw-cut concrete slurry should not be allowed to enter storm drains or watercourses.
Residue from grinding operations should be picked up by means of a vacuum attachment to
the grinding machine or by sweeping. Saw cutting residue should not be allowed to flow
across the pavement and should not be left on the surface of the pavement. See also NS-3,
Paving and Grinding Operations; and WM-10, Liquid Waste Management.

m  Concrete slurry residue should be disposed in a temporary washout facility (as described in
Onsite Temporary Concrete Washout Facility, Concrete Transit Truck Washout Procedures,
below) and allowed to dry. Dispose of dry slurry residue in accordance with WM-5, Solid
Waste Management.

Onsite Temporary Concrete Washout Facility, Transit Truck Washout

Procedures

m  Temporary concrete washout facilities should be located a minimum of 50 ft from storm
drain inlets, open drainage facilities, and watercourses. Each facility should be located away
from construction traffic or access areas to prevent disturbance or tracking.

m A sign should be installed adjacent to each washout facility to inform concrete equipment
operators to utilize the proper facilities.

m  Temporary concrete washout facilities should be constructed above grade or below grade at
the option of the contractor. Temporary concrete washout facilities should be constructed
and maintained in sufficient quantity and size to contain all liquid and concrete waste
generated by washout operations.
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Concrete Waste Management WM-8

m  Temporary washout facilities should have a temporary pit or bermed areas of sufficient
volume to completely contain all liquid and waste concrete materials generated during
washout procedures.

m  Temporary washout facilities should be lined to prevent discharge to the underlying ground
or surrounding area.

m  Washout of concrete trucks should be performed in designated areas only.
= Only concrete from mixer truck chutes should be washed into concrete wash out.

m  Concrete washout from concrete pumper bins can be washed into concrete pumper trucks
and discharged into designated washout area or properly disposed of or recycled offsite.

m  Once concrete wastes are washed into the designated area and allowed to harden, the
concrete should be broken up, removed, and disposed of per WM-5, Solid Waste
Management. Dispose of or recycle hardened concrete on a regular basis.

m  Temporary Concrete Washout Facility (Type Above Grade)

- Temporary concrete washout facility (type above grade) should be constructed as shown
on the details at the end of this BMP, with a recommended minimum length and
minimum width of 10 ft; however, smaller sites or jobs may only need a smaller washout
facility. With any washout, always maintain a sufficient quantity and volume to contain
all liquid and concrete waste generated by washout operations.

- Materials used to construct the washout area should conform to the provisions detailed
in their respective BMPs (e.g., SE-8 Sandbag Barrier).

- Plastic lining material should be a minimum of 10 mil in polyethylene sheeting and
should be free of holes, tears, or other defects that compromise the impermeability of the
material.

- Alternatively, portable removable containers can be used as above grade concrete
washouts. Also called a “roll-oft”; this concrete washout facility should be properly
sealed to prevent leakage, and should be removed from the site and replaced when the
container reaches 75% capacity.

m  Temporary Concrete Washout Facility (Type Below Grade)

- Temporary concrete washout facilities (type below grade) should be constructed as
shown on the details at the end of this BMP, with a recommended minimum length and
minimum width of 10 ft. The quantity and volume should be sufficient to contain all
liquid and concrete waste generated by washout operations.

- Lath and flagging should be commercial type.

- Plastic lining material should be a minimum of 10 mil polyethylene sheeting and should
be free of holes, tears, or other defects that compromise the impermeability of the
material.
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- The base of a washout facility should be free of rock or debris that may damage a plastic
liner.

Removal of Temporary Concrete Washout Facilities

m  When temporary concrete washout facilities are no longer required for the work, the
hardened concrete should be removed and properly disposed or recycled in accordance with
federal, state or local regulations. Materials used to construct temporary concrete washout
facilities should be removed from the site of the work and properly disposed or recycled in
accordance with federal, state or local regulations..

m  Holes, depressions or other ground disturbance caused by the removal of the temporary
concrete washout facilities should be backfilled and repaired.

Costs

All of the above are low cost measures. Roll-off concrete washout facilities can be more costly
than other measures due to removal and replacement; however, provide a cleaner alternative to
traditional washouts. The type of washout facility, size, and availability of materials will
determine the cost of the washout.

Inspection and Maintenance

m  BMPs must be inspected in accordance with General Permit requirements for the associated
project type and risk level. It is recommended that at a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after the
conclusion of rain events.

m  Temporary concrete washout facilities should be maintained to provide adequate holding
capacity with a minimum freeboard of 4 in. for above grade facilities and 12 in. for below
grade facilities. Maintaining temporary concrete washout facilities should include removing
and disposing of hardened concrete and returning the facilities to a functional condition.
Hardened concrete materials should be removed and properly disposed or recycled in
accordance with federal, state or local regulations.

m  Washout facilities must be cleaned, or new facilities must be constructed and ready for use
once the washout is 75% full.

m Inspect washout facilities for damage (e.g. torn liner, evidence of leaks, signage, etc.). Repair
all identified damage.

References

Blueprint for a Clean Bay: Best Management Practices to Prevent Stormwater Pollution from
Construction Related Activities; Santa Clara Valley Nonpoint Source Pollution Control Program,
1995.

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), November 2000, Updated March
2003.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Sanitary/Septic Waste Management WM-9

Categories

EC Erosion Control
SE  Sediment Control
TC  Tracking Control

WE  Wind Erosion Control

NS Non-Stormwater
Management Control

Waste Management and o

WM Materials Pollution Control

Legend:
4] Primary Category
[x] Secondary Category

Description and Purpose

Proper sanitary and septic waste management prevent the
discharge of pollutants to stormwater from sanitary and septic
waste by providing convenient, well-maintained facilities, and
arranging for regular service and disposal.

Suitable Applications

Sanitary septic waste management practices are suitable for use
at all construction sites that use temporary or portable sanitary
and septic waste systems.

Limitations
None identified.

Implementation

Sanitary or septic wastes should be treated or disposed of in
accordance with state and local requirements. In many cases,
one contract with a local facility supplier will be all that it takes
to make sure sanitary wastes are properly disposed.

Storage and Disposal Procedures

m  Temporary sanitary facilities should be located away from
drainage facilities, watercourses, and from traffic
circulation. If site conditions allow, place portable facilities
a minimum of 50 feet from drainage conveyances and
traffic areas. When subjected to high winds or risk of high
winds, temporary sanitary facilities should be secured to
prevent overturning.

Targeted Constituents

Sediment
Nutrients
Trash

Metals
Bacteria

Oil and Grease
Organics

N R NX

Potential Alternatives

None
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Sanitary/Septic Waste Management WM-9

m  Temporary sanitary facilities must be equipped with containment to prevent discharge of
pollutants to the stormwater drainage system of the receiving water.

m  Consider safety as well as environmental implications before placing temporary sanitary
facilities.

m  Wastewater should not be discharged or buried within the project site.

m  Sanitary and septic systems that discharge directly into sanitary sewer systems, where
permissible, should comply with the local health agency, city, county, and sewer district
requirements.

= Only reputable, licensed sanitary and septic waste haulers should be used.
m Sanitary facilities should be located in a convenient location.
m  Temporary septic systems should treat wastes to appropriate levels before discharging.

m If using an onsite disposal system (OSDS), such as a septic system, local health agency
requirements must be followed.

m  Temporary sanitary facilities that discharge to the sanitary sewer system should be properly
connected to avoid illicit discharges.

m Sanitary and septic facilities should be maintained in good working order by a licensed
service.

m  Regular waste collection by a licensed hauler should be arranged before facilities overflow.

m If a spill does occur from a temporary sanitary facility, follow federal, state and local
regulations for containment and clean-up.

Education

m  Educate employees, subcontractors, and suppliers on sanitary and septic waste storage and
disposal procedures.

m  Educate employees, subcontractors, and suppliers of potential dangers to humans and the
environment from sanitary and septic wastes.

m Instruct employees, subcontractors, and suppliers in identification of sanitary and septic
waste.

m  Hold regular meetings to discuss and reinforce the use of sanitary facilities (incorporate into
regular safety meetings).

m  Establish a continuing education program to indoctrinate new employees.

Costs
All of the above are low cost measures.
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Sanitary/Septic Waste Management WM-9

Inspection and Maintenance

BMPs must be inspected in accordance with General Permit requirements for the associated
project type and risk level. It is recommended that at a minimum, BMPs be inspected
weekly, prior to forecasted rain events, daily during extended rain events, and after the
conclusion of rain events.

Arrange for regular waste collection.

If high winds are expected, portable sanitary facilities must be secured with spikes or
weighed down to prevent over turning.

If spills or leaks from sanitary or septic facilities occur that are not contained and discharge
from the site, non-visible sampling of site discharge may be required. Refer to the General
Permit or to your project specific Construction Site Monitoring Plan to determine if and
where sampling is required.

References

Stormwater Quality Handbooks - Construction Site Best Management Practices (BMPs) Manual,
State of California Department of Transportation (Caltrans), March 2003.

Stormwater Management for Construction Activities; Developing Pollution Prevention Plans
and Best Management Practice, EPA 832-R-92005; USEPA, April 1992.
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Trash Management Plan Spec. No:  R-PLN-000-002 REV. A

Project: Panoche Valley Solar Client:

Panoche Valley Solar, LLC

Location: Paicines, San Benito County, CA Project No: 176055

This document is intended to outline the process and procedures to be implemented by AMEC to aid in
the successful construction of the Panoche Valley Solar plant in an environmentally responsible manner.
This plan was developed using best management practices and aims to help the project comply with
both state and local debris, recycling and reuse ordinances.

The project plan will require the commitment and participation of several parties both internal and
external to AMEC. All involved contractors and parties will have experience with BMP’s from past
projects of similar size / duration and will be required to communicate, promote, implement and
educate all employees to fully comply with the project trash management program. Besides the several
obvious environmental benefits, proper housekeeping and management of debris is indicative of a safer
job site and as such the Trash Management Plan will be actively implemented and monitored by AMEC.

Trash/Debris Containment

The project will generate various types of debris depending on the stage of construction. Over 50% of
debris generated from construction activities will be recyclable material which will include; cardboard,
packaging material, scrap wire, dunnage, scrap metal and plastics/cans. All other trash generated will be
segregated from recyclables and disposed separately.

The site will be provided with several dumpsters strategically placed around the jobsite at various stages
of progress. Trash cans will be placed throughout the job site in addition to dumpsters. Locations of
trash cans will include but are not limited to; all trailer complexes and areas in close proximity to any
ongoing work activity. Quantity and frequency of placement will be determined as manpower and
activity increases. All trash cans shall have lids, as will any trash dumpsters on the project.

Trash dumpsters will be placed at the two main laydown areas located just east of little Panoche road
and also at satellite laydown areas around the site. Recycling dumpsters will vary in placement as these
will move periodically as progress is made to avoid workers having to travel long distances from the
work area. The remote location of the project and space available will allow for flexibility in the location
and relocation of dumpsters as needed. Each dumpster will be clearly labeled as to its intended purpose
to avoid cross contamination amongst the various kinds of trash and debris. (Trash, cardboard, plastics
& cans, scrap metal and wire)

All contractors and vendors shall be made aware of said locations via weekly subcontractor meetings
and will be required to dispose of each kind of debris in its appropriate containment. Dumpster location
and proper disposal will also be part of the mandatory site orientation for all new employees prior to
working on site.
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Trash/Debris Collection and Recovery

Each contractor shall be responsible for cleaning, collecting and properly disposing of all trash and debris
associated with its scope of work and shall ensure the appropriate containment is being utilized with
each deposit. Work areas shall be picked up throughout the work day to avoid any unreasonable
accumulation of debris and shall be completely free of all trash and debris at the end of each workday.
The reuse of items such as dunnage, packaging and protective covers will be encouraged to reduce the
amount of debris introduced to site. Such items to be reused shall be consolidated, neatly stacked and
secured against wind. No trash bags shall be left outside of any dumpster overnight as the high walls of
the dumpsters will serve as protection from wild life.

Arrangements for offsite disposal and collection will be made with one or multiple local trash
management/recycling companies. Recyclables will be scheduled on an as needed basis (cardboard,
scrap metal, scrap wire, dunnage etc.) all other trash will be properly disposed offsite on a once weekly
basis at a minimum and may increase in frequency with manpower and project needs. Frequent and
timely removal of all waste from the project site will comply with county code ordinance 15.01.026

With the above mentioned collection plan, AMEC aims to be in compliance with county code ordinance
chapter 15 which calls for solid waste material to be handled in a manner as to discourage the harboring
and breeding of rodents and insects and avoid unreasonable pollution of the air or constitute a fire
hazard. Any and all inspections by a county official as mentioned in ordinance 15.01.022 will be
welcomed and met with full and complete cooperation by AMEC and all subcontractors and or vendors.

Enforcement and follow through

The success of any program depends on the participants buy-in and education, as previously mentioned,
all participating contractors will have prior experience with similar projects. Such experience and
knowledge of what is expected will provide the foundation to implement and enforce the site plan.
Waste handling and debris disposal requirements and expectations will be included in project
documents (subcontracts, etc.) securing commitment from each contractor on site.

Front line supervision will play a key role in educating the workforce, implementing and enforcing the
site plan. Each foreman will be held accountable for the upkeep of their crews work areas and will be
the point of contact if any deficiencies are found.

The site safety management team will have a vested interest in ensuring the trash management plan is
implemented and followed as AMEC firmly believes a well-managed trash program promotes a positive
site safety culture. Periodic inspections of the site for loose debris throughout the life of the project will
help maintain the program, auditing the project for proper housekeeping will be part of the site safety
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teams weekly “safety walks”. Additionally, the constant presence and interaction from the entire site
management team on a daily basis will play a key role in keeping the trash management plan on track.
Feedback from all parties involved will be encouraged and implemented to facilitate involvement.
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BMP INSPECTION REPORT

Date and Time of Inspection: Date Report Written:
. ) Weekly Pre-Storm During Rain Event Post-Storm
I(résipct?gt:)onne;rype. Complete Parts Complete Parts Complete Parts |, 11, Complete Parts
LILIT and VI LILILIV and VI [, V, and VII LILILVI and VI

Part |I. General Information

Site Information

Construction Site Name:

Construction stage and Approximate area
completed activities: of site that is exposed:
Photos Taken: Photo Reference IDs:
(Circle one) Yes No

Weather
Estimate storm beginning: Estimate storm duration:
(date and time) (hours)
Estimate time since last storm: Rain gauge reading and location:
(days or hours) (in)

Is a “Qualifying Event” predicted or did one occur (i.e., 0.5” rain with 48-hrs or greater between events)? (Y/N)
If yes, summarize forecast:

Exemption Documentation (explanation required if inspection could not be conducted). Visual
inspections are not required outside of business hours or during dangerous weather conditions such as flooding
or electrical storms.

Inspector Information

Inspector Name: Inspector Title:

Signature: Date:
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Part Il. BMP Observations. Describe deficiencies in Part lIl.

Failures or

ini i i other short Action Action
Minimum BMPs for Risk Level 1 Sites . Required Implemented
comings
(yes/no) (Date)

(yes, no, N/A)

Good Housekeeping for Construction Materials

Inventory of products (excluding materials designed to be
outdoors)

Stockpiled construction materials not actively in use are
covered and bermed

All chemicals are stored in watertight containers with
appropriate secondary containment, or in a completely
enclosed storage shed

Construction materials are minimally exposed to precipitation

BMPs preventing the off-site tracking of materials are
implemented and properly effective

Good Housekeeping for Waste Management

Wash/rinse water and materials are prevented from being
disposed into the storm drain system

Portable toilets are contained to prevent discharges of waste

Sanitation facilities are clean and with no apparent for leaks
and spills

Equipment is in place to cover waste disposal containers at
the end of business day and during rain events

Discharges from waste disposal containers are prevented from
discharging to the storm drain system / receiving water

Stockpiled waste material is securely protected from wind and
rain if not actively in use

Procedures are in place for addressing hazardous and non-
hazardous spills

Appropriate spill response personnel are assigned and trained

Equipment and materials for cleanup of spills is available
onsite

Washout areas (e.g., concrete) are contained appropriately to
prevent discharge or infiltration into the underlying soil

Good Housekeeping for Vehicle Storage and Maintenance

Measures are in place to prevent oil, grease, or fuel from
leaking into the ground, storm drains, or surface waters

All equipment or vehicles are fueled, maintained, and stored in
a designated area with appropriate BMPs

Vehicle and equipment leaks are cleaned immediately and
disposed of properly
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Good Housekeeping for Landscape Materials

Stockpiled landscape materials such as mulches and topsoil
are contained and covered when not actively in use

Erodible landscape material has not been applied 2 days
before a forecasted rain event or during an event

Erodible landscape materials are applied at quantities and
rates in accordance with manufacturer recommendations

Bagged erodible landscape materials are stored on pallets and
covered

Good Housekeeping for Air Deposition of Site Materials

Good housekeeping measures are implemented onsite to
control the air deposition of site materials and from site
operations

Non-Stormwater Management

Non-Stormwater discharges are properly controlled

Vehicles are washed in a manner to prevent non-stormwater
discharges to surface waters or drainage systems

Streets are cleaned in a manner to prevent unauthorized non-
stormwater discharges to surface waters or drainage
systems.

Erosion Controls

Wind erosion controls are effectively implemented

Effective soil cover is provided for disturbed areas inactive
(i.e., not scheduled to be disturbed for 14 days) as well as
finished slopes, open space, utility backfill, and completed lots

The use of plastic materials is limited in cases when a more
sustainable, environmentally friendly alternative exists.

Sediment Controls

Perimeter controls are established and effective at controlling
erosion and sediment discharges from the site

Entrances and exits are stabilized to control erosion and
sediment discharges from the site

Sediment basins are properly maintained

Run-On and Run-Off Controls

Run-on to the site is effectively managed and directed away
from all disturbed areas.

Other

Are the project SWPPP and BMP plan up to date, available on-site
and being properly implemented?
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Part 1ll. Descriptions of BMP Deficiencies

Repairs Implemented:

Note - Repairs must begin within 72 hours of identification and,
Deficiency complete repairs as soon as possible.

Start Date Action
1.
2.
3.
4,

Part IV. Additional Pre-Storm Observations. Note the presence or absence of floating and
suspended materials, sheen, discoloration, turbidity, odors, and source(s) of pollutants(s).

Yes, No, N/A

Do stormwater storage and containment areas have adequate freeboard? If no, complete Part III.

Are drainage areas free of spills, leaks, or uncontrolled pollutant sources? If no, complete Part VII
and describe below.

Notes:

Are stormwater storage and containment areas free of leaks? If no, complete Parts Il and/or VIl
and describe below.

Notes:
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Part V. Additional During Storm Observations. If BMPs cannot be inspected during
inclement weather, list the results of visual inspections at all relevant outfalls, discharge points,
and downstream locations. Note odors or visible sheen on the surface of discharges. Complete
Part VII (Corrective Actions) as needed.

Outfall, Discharge Point, or Other Downstream Location

Location Description

Location Description

Location Description

Location Description

Location Description

Location Description

Location Description

Location Description

Part VI. Additional Post-Storm Observations. Visually observe (inspect) stormwater discharges
at all discharge locations within two business days (48 hours) after each qualifying rain event, and
observe (inspect) the discharge of stored or contained stormwater that is derived from and discharged
subsequent to a qualifying rain event producing precipitation of %2 inch or more at the time of discharge.
Complete Part VII (Corrective Actions) as needed.

Discharge Location, Storage or
Containment Area

Visual Observation
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Part VII. Additional Corrective Actions Required. Identify additional corrective actions not
included with BMP Deficiencies (Part 1ll) above. Note if SWPPP change is required.

Required Actions

Implementation Date

Panoche Valley Solar Project SMPPP
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Part VII. Additional Corrective Actions Required. Identify additional corrective actions not
included with BMP Deficiencies (Part 1ll) above. Note if SWPPP change is required.

Required Actions

Implementation Date
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BMP INSPECTION REPORT

Date and Time of Inspection: Date Report Written:
. ) Weekly Pre-Storm During Rain Event Post-Storm
I(résipct?gt:)onne;rype. Complete Parts Complete Parts Complete Parts |, 11, Complete Parts
LILIT and VI LILILIV and VI [, V, and VII LILILVI and VI

Part |I. General Information

Site Information

Construction Site Name:

Construction stage and Approximate area
completed activities: of site that is exposed:
Photos Taken: Photo Reference IDs:
(Circle one) Yes No

Weather
Estimate storm beginning: Estimate storm duration:
(date and time) (hours)
Estimate time since last storm: Rain gauge reading and location:
(days or hours) (in)

Is a “Qualifying Event” predicted or did one occur (i.e., 0.5” rain with 48-hrs or greater between events)? (Y/N)
If yes, summarize forecast:

Exemption Documentation (explanation required if inspection could not be conducted). Visual
inspections are not required outside of business hours or during dangerous weather conditions such as flooding
or electrical storms.

Inspector Information

Inspector Name: Inspector Title:

Signature: Date:
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Part Il. BMP Observations. Describe deficiencies in Part lIl.

Failures or

ini i i other short Action Action
Minimum BMPs for Risk Level 1 Sites . Required Implemented
comings
(yes/no) (Date)

(yes, no, N/A)

Good Housekeeping for Construction Materials

Inventory of products (excluding materials designed to be
outdoors)

Stockpiled construction materials not actively in use are
covered and bermed

All chemicals are stored in watertight containers with
appropriate secondary containment, or in a completely
enclosed storage shed

Construction materials are minimally exposed to precipitation

BMPs preventing the off-site tracking of materials are
implemented and properly effective

Good Housekeeping for Waste Management

Wash/rinse water and materials are prevented from being
disposed into the storm drain system

Portable toilets are contained to prevent discharges of waste

Sanitation facilities are clean and with no apparent for leaks
and spills

Equipment is in place to cover waste disposal containers at
the end of business day and during rain events

Discharges from waste disposal containers are prevented from
discharging to the storm drain system / receiving water

Stockpiled waste material is securely protected from wind and
rain if not actively in use

Procedures are in place for addressing hazardous and non-
hazardous spills

Appropriate spill response personnel are assigned and trained

Equipment and materials for cleanup of spills is available
onsite

Washout areas (e.g., concrete) are contained appropriately to
prevent discharge or infiltration into the underlying soil

Good Housekeeping for Vehicle Storage and Maintenance

Measures are in place to prevent oil, grease, or fuel from
leaking into the ground, storm drains, or surface waters

All equipment or vehicles are fueled, maintained, and stored in
a designated area with appropriate BMPs

Vehicle and equipment leaks are cleaned immediately and
disposed of properly
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Good Housekeeping for Landscape Materials

Stockpiled landscape materials such as mulches and topsoil
are contained and covered when not actively in use

Erodible landscape material has not been applied 2 days
before a forecasted rain event or during an event

Erodible landscape materials are applied at quantities and
rates in accordance with manufacturer recommendations

Bagged erodible landscape materials are stored on pallets and
covered

Good Housekeeping for Air Deposition of Site Materials

Good housekeeping measures are implemented onsite to
control the air deposition of site materials and from site
operations

Non-Stormwater Management

Non-Stormwater discharges are properly controlled

Vehicles are washed in a manner to prevent non-stormwater
discharges to surface waters or drainage systems

Streets are cleaned in a manner to prevent unauthorized non-
stormwater discharges to surface waters or drainage
systems.

Erosion Controls

Wind erosion controls are effectively implemented

Effective soil cover is provided for disturbed areas inactive
(i.e., not scheduled to be disturbed for 14 days) as well as
finished slopes, open space, utility backfill, and completed lots

The use of plastic materials is limited in cases when a more
sustainable, environmentally friendly alternative exists.

Sediment Controls

Perimeter controls are established and effective at controlling
erosion and sediment discharges from the site

Entrances and exits are stabilized to control erosion and
sediment discharges from the site

Sediment basins are properly maintained

Run-On and Run-Off Controls

Run-on to the site is effectively managed and directed away
from all disturbed areas.

Other

Are the project SWPPP and BMP plan up to date, available on-site
and being properly implemented?
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Part 1ll. Descriptions of BMP Deficiencies

Repairs Implemented:

Note - Repairs must begin within 72 hours of identification and,
Deficiency complete repairs as soon as possible.

Start Date Action
1.
2.
3.
4,

Part IV. Additional Pre-Storm Observations. Note the presence or absence of floating and
suspended materials, sheen, discoloration, turbidity, odors, and source(s) of pollutants(s).

Yes, No, N/A

Do stormwater storage and containment areas have adequate freeboard? If no, complete Part III.

Are drainage areas free of spills, leaks, or uncontrolled pollutant sources? If no, complete Part VII
and describe below.

Notes:

Are stormwater storage and containment areas free of leaks? If no, complete Parts Il and/or VIl
and describe below.

Notes:
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Part V. Additional During Storm Observations. If BMPs cannot be inspected during
inclement weather, list the results of visual inspections at all relevant outfalls, discharge points,
and downstream locations. Note odors or visible sheen on the surface of discharges. Complete
Part VII (Corrective Actions) as needed.

Outfall, Discharge Point, or Other Downstream Location

Location Description

Location Description

Location Description

Location Description

Location Description

Location Description

Location Description

Location Description

Part VI. Additional Post-Storm Observations. Visually observe (inspect) stormwater discharges
at all discharge locations within two business days (48 hours) after each qualifying rain event, and
observe (inspect) the discharge of stored or contained stormwater that is derived from and discharged
subsequent to a qualifying rain event producing precipitation of %2 inch or more at the time of discharge.
Complete Part VII (Corrective Actions) as needed.

Discharge Location, Storage or
Containment Area

Visual Observation
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Appendix J: Project Specific Rain Event Action Plan
Template

N/A — Not requiréd for Risk Level 1
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Appendix K: Training Reporting Form
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Trained Contractor Personnel Log
Stormwater Management Training Log and Documentation

Project Name: Panoche Valley Solar
WDID #:

Stormwater Management Topic: (check as appropriate)

[ ] Erosion Control [ ] Sediment Control

[ ] Wind Erosion Control [ ] Tracking Control

[ ] Non-Stormwater Management  [_] Waste Management and Materials Pollution Control
[ ] Stormwater Sampling

Specific Training Objective:

Location: Date:

Instructor: Telephone:

Course Length (hours):

Attendee Roster (Attach additional formsif necessary)

Name Company Phone

Mark Noyes, President Panoche Valley Solar, LLC 914-419-6701
100 Summit Lake Drive, Suite 410
Valhalla, NY 10595

As needed, add proof of external training (e.g., course completion certificates, credentials for
QSP, QSD).

CASQA SWPPP Template 157 January 2011
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Authorization of Approved Signatories
Project Name: Panoche Valley Solar

WDID #:

Name of Project Role Company Signature Date

Personnel

LRP’s Signature Date

Mark Noyes, President (914) 419-6701

LRP Name and Title Telephone Number
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Identification of QSP

Project Name: Panoche Valley Solar

WDID #:

The following are QSPs associated with this project

Name of Personnel®

Company

Date

TBD

(1) If additional QSPs are required on the job site add additional lines and include information here

Panoche Valley Solar Project SWPPP

76

September 2015



Appendix M:Contractors and Subcontractors
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CONTRACTOR & SUBCONTRACTORS

Contractor: AMEC Kamtech, Inc., 1979 Lakeside Parkway, Suite 400, Tucker, GA 30084

Subcontractors: All American Fence Erectors (Desert Tortoise Fence), 16653 Walnut St.,
Hesperia, CA 92345

Cubit Engineering, Inc. (Survey Services), 16490 Walnut St., Unit B-3,
Hesperia, CA 92345

HT Solar (Test Pile Installation & Removal), 2295 S. Lipan St., Denver, CO
80223

Kleinfelder (Pile & Soil Testing), 611 Corporate Circle, Suite C, Golden, CO
80401

Additional Subcontractors to be determined.
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S
State Water Resources Control Board

Linda S. Adams Arnold Schwarzenegger

Secretary for Division of Water Quality Governor
Environmental Protection 1001 | Street » Sacramento, California 95814 « (916) 341-5455
Mailing Address: P.O. Box 100 « Sacramento, California « 95812-0100
Fax (916) 341-5463 « http://www.waterboards.ca.gov

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES)
GENERAL PERMIT FOR
STORM WATER DISCHARGES
ASSOCIATED WITH CONSTRUCTION AND LAND DISTURBANCE
ACTIVITIES

ORDER NO. 2010-0014-DWQ
NPDES NO. CAS000002

Order No. 2009-0009-DWQ was adopted by the State Water
Resources Control Board on:

Order No. 2009-0009-DWQ became effective on: July 1, 2010
Order No. 2009-0009-DWQ shall expire on: September 2, 2014

This Order, which amends Order No. 2009-0009-DWQ, was November 16. 2010
adopted by the State Water Resources Control Board on: '

This Order shall become effective on: February 14, 2011

September 2, 2009

IT IS HEREBY ORDERED that this Order amends Order No. 2009-0009-DWQ.
Additions to Order No. 2009-0009-DWQ are reflected in blue-underline text and
deletions are reflected in red-strikeout text.

IT IS FURTHER ORDERED that staff are directed to prepare and post a
conformed copy of Order No. 2009-0009-DWQ incorporating the revisions made
by this Order.

I, Jeanine Townsend, Clerk to the Board, do hereby certify that this Order with all
attachments is a full, true, and correct copy of an Order adopted by the State
Water Resources Control Board, on November 16, 2010.

AYE: Chairman Charles R. Hoppin
Vice Chair Frances Spivy-Weber
Board Member Arthur G. Baggett, Jr.
Board Member Tam M. Doduc

NAY: None
ABSENT: None
ABSTAIN: None

ranine JJownaond.

Jeanine Townsend
Clerk to the Board




FINAL ADOPTED CHANGES TO
Order No. 2009-0009-DWQ
November 16, 2010

Fact Sheet pages 11-12 Obtaining and Terminating Permit Coverage

The appropriate Legally Responsible Person (LRP) must obtain coverage under
this General Permlt—e*eept—m—twe#mrted—eweemstanees—l;wst—mmre—the

Permrt— To obtain coverage the LRP or the LRP S Approved Slqnatorv epether
entity-deseribed-abeve must file Permit Registration Documents (PRDs) prior to
the commencement of construction activity. Failure to obtain coverage under this
General Permit for storm water discharges to waters of the United States is a
violation of the CWA and the California Water Code.

Section II(A)(2) Conditions for Permit Coverage, page 14

Respon5|ble Person is responS|bIe for obtalnlng coverage under the General

Permit where the construction of pipelines, utility lines, fiber-optic cables, or other
linear underground/overhead projects will occur across several properties unless
the LUP construction activities are covered under another construction storm
water permit.

Section II(C)(4) Conditions for Permit Coverage, page 18

4. When an LRP with active General Permit coverage transfers its LRP status to
another person or entity that qualifies as an LRP, the existing LRP shall inform

the new LRP of the General Permrts requrrements Whenﬂ&n—l:RP—ewnsqereperty

GeneralRPermit'srequirements. In order for the new LRP to continue the
construction-activity on its parcel of property, the new LRP, or the new LRP’s
approved signatory, must submit PRDs in accordance with this

General Permit’s requirements.



Section IV(l) — Special Provisions pages 24-25
I. Electronic Signature and Certification Requirements

1. All Permit Registration Documents (PRDs) and Notices of
Terminations (NOTS) shall be electronically signed, certified, and
submitted via SMARTS to the State Water Board. Either the Legally
Responsible Person (LRP), as defined in Appendix 5 — Glossary, or a
person legally authorized to sign and certify PRDs and NOTs on behalf
of the LRP (the LRP’s Approved Signatory, as defined in Appendix 5 -

Glossary) must submit all information electronically via SMARTS.

b. 2. Changes to Authorization. If an aApproved sSignatory’s authorization
is no longer accurate, a new authorization satisfying the requirements of
paragraph (a) of this section must be submitted via SMARTS prior to or
together with any reports, information or applications to be signed by an
aApproved sSignatory.

2- 3. All Annual Reports, or other information required by the General Permit
(other than PRDs and NOTSs) or requested by the Regional Water Board,
State Water Board, U.S. EPA, or local storm water management agency
shall be certified and submitted by the LRP or the LRP’s aApproved
sSignatory as-deseribed-above.



Attachment A, Section E(9) - Special Provisions pages 10-11

8. Electronic Signature and Certification Requirements

a.

All Permit Registration Documents (PRDs) and Notices of
Termination (NOTSs) shall be electronically signed, certified, and
submitted via SMARTS to the State Water Board. Either the
Legally Responsible Person (LRP), as defined in Appendix 5-
Glossary, or a person legally authorized to sign and certify PRDs
and NOTs on behalf of the LRP (the LRP’s Approved Signatory, as
defined in Appendix 5-Glossary) must submit all information

electronically via SMARTS. FertLinearUnderground/Overhead
) ,I ' il ic 1l el :

Changes to Authorization. If an aApproved sSignatory’s
authorization is no longer accurate, a new authorization satisfying
the requirements of paragraph (a) of this section must be submitted
via SMARTS prior to or together with any reports, information or
applications to be signed by an aApproved sSignatory.

All SWPPP revisions, annual reports, or other information required
by the General Permit (other than PRDs and NOTS) or requested
by the Regional Water Board, State Water Board, USEPA, or local
storm water management agency shall be certified and submitted
by the LRP or the LRP’s aApproved sSignatory as-deseribed
above.



Appendix 5 — Glossary

Approved Signatory

A person who has been authorized by the Legally Responsible Person legat
adtherity to sign, certify, and electronically submit Permit Registration
Documents, and Notices of Termination en-behalf-ofthe-Legaly-Responsible
Persen, and any other documents, reports, or information required by the
General Permit, the State or Regional Water Board, or U.S. EPA. The Approved
Signatory must be one of the following:

1. For a corporation or limited liability company: a responsible corporate officer.
For the purpose of this section, a responsible corporate officer means: (a) a
president, secretary, treasurer, or vice-president of the corporation in charge
of a principal business function, or any other person who performs similar
policy or decision-making functions for the corporation or limited liability
company; or (b) the manager of the facility if authority to sign documents has
been assigned or delegated to the manager in accordance with corporate

procedures;

2. For a partnership or sole proprietorship: a general partner or the proprietor,
respectively;

3. For a municipality, State, Federal, or other public agency: a principleal
executive officer, ranking elected official, city manager, council president, or
any other authorized public employee with managerial responsibility over the
construction or land disturbance project (including, but not limited to, project
manager, project superintendent, or resident engineer);

4. For the military: any military officer or Department of Defense civilian, acting
in an equivalent capacity to a military officer, who has been designated;

5. For a public university: an authorized university official;

6. For an individual: the individual, because the individual acts as both the
Legally Responsible Person and the Approved Signatory; or

7. For any type of entity not listed above (e.q. trusts, estates, receivers): an
authorized person with managerial authority over the construction or land
disturbance project.




Legally Responsible Person

The Legally Responsible Person (LRP) will typically be the project proponent.
The cateqories of persons or entities that are eligible to serve as the LRP are set
forth below. For any construction or land disturbance project where multiple
persons or entities are eligible to serve as the LRP, those persons or entities
shall select a single LRP. In exceptional circumstances, a person or entity that
gualifies as the LRP may provide written authorization to another person or entity
to serve as the LRP. In such a circumstance, the person or entity that provides
the authorization retains all responsibility for compliance with the General Permit.
Except as provided in category 2(d), a contractor who does not satisfy the
requirements of any of the categories below is not gualified to be an LRP.

The following persons or entities may serve as a LRP:

1. Fhe A person,company, agency, or other entity that possesses a real
property interest (including, but not limited to, fee simple ownership,
easement, leasehold, or other rights of way) in the land whe-pessesses-the

title of the land or the leasehold interest of a mineral estate-upon which the
constructlon or land disturbance actlvmes WI|| occur for the regulated site. l;e4£

[P

In addition to the above, the following persons or entities may also serve as
an LRP:

a. For linear underground/overhead projects, the utility company,
municipality, or other public or private company or agency that owns or
operates the LUP;

|=

For land controlled by an estate or similar entity, the person who has day-
to-day control over the land (including, but not limited to, a bankruptcy
trustee, receiver, or conservator);

For pollution investigation and remediation projects, any potentially
responsible party that has received permission to conduct the project from
the holder of a real property interest in the land; or

|©

|

For U.S. Army Corp of Engineers projects, the U.S. Army Corps of
Engineers may provide written authorization to its bonded contractor to
serve as the LRP, provided, however, that the U.S. Army Corps of
Engineers is also responsible for compliance with the general permit, as
authorized by the Clean Water Act or the Federal Facilities Compliance
Act.
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This Order was adopted by the State Water Resources Control September 2, 2009

Board on:
This Order shall become effective on: July 1, 2010
This Order shall expire on: September 2, 2014

IT IS HEREBY ORDERED, that this Order supersedes Order No. 99-08-DWQ
[as amended by Order No. 2010-0014-DWQ)] except for enforcement purposes.
The Discharger shall comply with the requirements in this Order to meet the
provisions contained in Division 7 of the California Water Code (commencing
with section 13000) and regulations adopted thereunder, and the provisions of
the federal Clean Water Act and regulations and guidelines adopted thereunder.

I, Jeanine Townsend, Clerk to the Board, do hereby certify that this Order with all
attachments is a full, true, and correct copy of an Order adopted by the State
Water Resources Control Board, on September 2, 2009.

AYE: Vice Chair Frances Spivy-Weber
Board Member Arthur G. Baggett, Jr.
Board Member Tam M. Doduc

NAY: Chairman Charles R. Hoppin
ABSENT: None
ABSTAIN:  None

Jeanine Townsend
Clerk to the Board
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Order No. 2009-0009-DWQ was adopted by the State Water
Resources Control Board on:

Order No. 2009-0009-DWQ became effective on: July 1, 2010
Order No. 2009-0009-DWQ shall expire on: September 2, 2014

This Order, which amends Order No. 2009-0009-DWQ, was November 16. 2010
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This Order shall become effective on: February 14, 2011

September 2, 2009

IT IS HEREBY ORDERED that this Order amends Order No. 2009-0009-DWQ.
Additions to Order No. 2009-0009-DWQ are reflected in blue-underline text and
deletions are reflected in red-strikeout text.

IT IS FURTHER ORDERED that staff are directed to prepare and post a
conformed copy of Order No. 2009-0009-DWQ incorporating the revisions made
by this Order.

I, Jeanine Townsend, Clerk to the Board, do hereby certify that this Order with all
attachments is a full, true, and correct copy of an Order adopted by the State
Water Resources Control Board, on November 16, 2010.

AYE: Chairman Charles R. Hoppin
Vice Chair Frances Spivy-Weber
Board Member Arthur G. Baggett, Jr.
Board Member Tam M. Doduc

NAY: None
ABSENT: None
ABSTAIN: None

ranine JJownaond.

Jeanine Townsend
Clerk to the Board
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Order No. 2009-0009-DWQ was adopted by the State Water Resources

Control Board on: September 2, 2009

Order No. 2009-0009-DWQ became effective on: July 1, 2010
Order No. 2010-0014-DWQ became effective on: February 14, 2011
Order No. 2009-0009-DWQ as amended by 2010-0014-DWQ shall

; . September 2, 2014
expire on:

This Order, which amends Order No. 2009-0009-DWQ as amended by
2010-0014-DWQ, was adopted by the State Water Resources Control July 17, 2012
Board on:

This Order No. 2012-0006-DWQ shall become effective on: July 17, 2012

IT IS HEREBY ORDERED that this Order amends Order No. 2009-0009-DWQ. Additions to
Order No. 2009-0009-DWQ are reflected in blue-underline text and deletions are reflected in
red-strikeout text.

IT IS FURTHER ORDERED that staff are directed to prepare and post a conformed copy of
Order No. 2009-000-DWQ incorporating the revisions made by this Order.

I, Jeanine Townsend, Clerk to the Board, do hereby certify that this Order with all attachments is
a full, true, and correct copy of an Order adopted by the State Water Resources Control Board,
on July 17, 2012.

AYE: Chairman Charles R. Hoppin
Vice Chair Frances Spivy-Weber
Board Member Tam M. Doduc
Board Member Steven Moore
Board Member Felicia Marcus

NAY: None
ABSENT: None
ABSTAIN: None é —
(anune \Bniend-

Jeaning Townsend
Clerk tothe Board
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Order

STATE WATER RESOURCES CONTROL BOARD
ORDER NO. 2009-0009-DWQ
[AS AMENDED BY ORDER NO. 2010-0014-DWQ]
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM
GENERAL PERMIT NO. CAS000002

WASTE DISCHARGE REQUIREMENTS
FOR
DISCHARGES OF STORM WATER RUNOFF ASSOCIATED WITH
CONSTRUCTION AND LAND DISTURBANCE ACTIVITIES

I. FINDINGS

A. General Findings
The State Water Resources Control Board (State Water Board) finds that:

1. The federal Clean Water Act (CWA) prohibits certain discharges of
storm water containing pollutants except in compliance with a National
Pollutant Discharge Elimination System (NPDES) permit (Title 33
United States Code (U.S.C.) 88 1311 and 1342(p); also referred to as
Clean Water Act (CWA) 88 301 and 402(p)). The U.S. Environmental
Protection Agency (U.S. EPA) promulgates federal regulations to
implement the CWA’s mandate to control pollutants in storm water
runoff discharges. (Title 40 Code of Federal Regulations (C.F.R.)
Parts 122, 123, and 124). The federal statutes and regulations require
discharges to surface waters comprised of storm water associated with
construction activity, including demolition, clearing, grading, and
excavation, and other land disturbance activities (except operations
that result in disturbance of less than one acre of total land area and
which are not part of a larger common plan of development or sale), to
obtain coverage under an NPDES permit. The NPDES permit must
require implementation of Best Available Technology Economically
Achievable (BAT) and Best Conventional Pollutant Control Technology
(BCT) to reduce or eliminate pollutants in storm water runoff. The
NPDES permit must also include additional requirements necessary to
implement applicable water quality standards.

2. This General Permit authorizes discharges of storm water associated
with construction activity so long as the dischargers comply with all
requirements, provisions, limitations and prohibitions in the permit. In
addition, this General Permit regulates the discharges of storm water
associated with construction activities from all Linear
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Underground/Overhead Projects resulting in the disturbance of greater
than or equal to one acre (Attachment A).

3. This General Permit regulates discharges of pollutants in storm water
associated with construction activity (storm water discharges) to waters
of the United States from construction sites that disturb one or more
acres of land surface, or that are part of a common plan of
development or sale that disturbs more than one acre of land surface.

4. This General Permit does not preempt or supersede the authority of
local storm water management agencies to prohibit, restrict, or control
storm water discharges to municipal separate storm sewer systems or
other watercourses within their jurisdictions.

5. This action to adopt a general NPDES permit is exempt from the
provisions of Chapter 3 of the California Environmental Quality Act
(CEQA) (Public Resources Code Section 21100, et seq.), pursuant to
Section 13389 of the California Water Code.

6. Pursuantto 40 C.F.R. 8 131.12 and State Water Board Resolution No.
68-16,* which incorporates the requirements of § 131.12 where
applicable, the State Water Board finds that discharges in compliance
with this General Permit will not result in the lowering of water quality
standards, and are therefore consistent with those provisions.
Compliance with this General Permit will result in improvements in
water quality.

7. This General Permit serves as an NPDES permit in compliance with
CWA 8§ 402 and will take effect on July 1, 2010 by the State Water
Board provided the Regional Administrator of the U.S. EPA has no
objection. If the U.S. EPA Regional Administrator objects to its
issuance, the General Permit will not become effective until such
objection is withdrawn.

8. Following adoption and upon the effective date of this General Permit,
the Regional Water Quality Control Boards (Regional Water Boards)
shall enforce the provisions herein.

9. Regional Water Boards establish water quality standards in Basin
Plans. The State Water Board establishes water quality standards in
various statewide plans, including the California Ocean Plan. U.S.
EPA establishes water quality standards in the National Toxic Rule
(NTR) and the California Toxic Rule (CTR).

! Resolution No. 68-16 generally requires that existing water quality be maintained unless degradation is
justified based on specific findings.
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10. This General Permit does not authorize discharges of fill or dredged
material regulated by the U.S. Army Corps of Engineers under CWA §
404 and does not constitute a waiver of water quality certification under
CWA 8 401.

11.The primary storm water pollutant at construction sites is excess
sediment. Excess sediment can cloud the water, which reduces the
amount of sunlight reaching aquatic plants, clog fish gills, smother
aguatic habitat and spawning areas, and impede navigation in our
waterways. Sediment also transports other pollutants such as
nutrients, metals, and oils and greases.

12. Construction activities can impact a construction site’s runoff sediment
supply and transport characteristics. These modifications, which can
occur both during and after the construction phase, are a significant
cause of degradation of the beneficial uses established for water
bodies in California. Dischargers can avoid these effects through
better construction site design and activity practices.

13.This General Permit recognizes four distinct phases of construction
activities. The phases are Grading and Land Development Phase,
Streets and Utilities Phase, Vertical Construction Phase, and Final
Landscaping and Site Stabilization Phase. Each phase has activities
that can result in different water quality effects from different water
guality pollutants. This General Permit also recognizes inactive
construction as a category of construction site type.

14.Compliance with any specific limits or requirements contained in this
General Permit does not constitute compliance with any other
applicable requirements.

15. Following public notice in accordance with State and Federal laws and
regulations, the State Water Board heard and considered all comments
and testimony in a public hearing on 06/03/2009. The State Water
Board has prepared written responses to all significant comments.

16. Construction activities obtaining coverage under the General Permit
may have multiple discharges subject to requirements that are specific
to general, linear, and/or active treatment system discharge types.

17.The State Water Board may reopen the permit if the U.S. EPA adopts
a final effluent limitation guideline for construction activities.

2009-0009-DWQ amended by 2010-0014-DWQ & 2012-0006-DWQ
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B. Activities Covered Under the General Permit

18. Any construction or demolition activity, including, but not limited to,
clearing, grading, grubbing, or excavation, or any other activity that
results in a land disturbance of equal to or greater than one acre.

19. Construction activity that results in land surface disturbances of less
than one acre if the construction activity is part of a larger common
plan of development or the sale of one or more acres of disturbed land
surface.

20. Construction activity related to residential, commercial, or industrial
development on lands currently used for agriculture including, but not
limited to, the construction of buildings related to agriculture that are
considered industrial pursuant to U.S. EPA regulations, such as dairy
barns or food processing facilities.

21.Construction activity associated with Linear Underground/Overhead
Utility Projects (LUPSs) including, but not limited to, those activities
necessary for the installation of underground and overhead linear
facilities (e.g., conduits, substructures, pipelines, towers, poles, cables,
wires, connectors, switching, regulating and transforming equipment
and associated ancillary facilities) and include, but are not limited to,
underground utility mark-out, potholing, concrete and asphalt cutting
and removal, trenching, excavation, boring and drilling, access road
and pole/tower pad and cable/wire pull station, substation construction,
substructure installation, construction of tower footings and/or
foundations, pole and tower installations, pipeline installations,
welding, concrete and/or pavement repair or replacement, and
stockpile/borrow locations.

22.Discharges of sediment from construction activities associated with oil
and gas exploration, production, processing, or treatment operations or
transmission facilities.?

23.Storm water discharges from dredge spoil placement that occur
outside of U.S. Army Corps of Engineers jurisdiction (upland sites) and
that disturb one or more acres of land surface from construction activity
are covered by this General Permit. Construction sites that intend to
disturb one or more acres of land within the jurisdictional boundaries of

2 pursuant to the Ninth Circuit Court of Appeals’ decision in NRDC v. EPA (9th Cir. 2008) 526 F.3d 591, and
subsequent denial of the U.S. EPA'’s petition for reconsideration in November 2008, oil and gas construction
activities discharging storm water contaminated only with sediment are no longer exempt from the NPDES
program.
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a CWA § 404 permit should contact the appropriate Regional Water
Board to determine whether this permit applies to the site.

C. Activities Not Covered Under the General Permit

24.Routine maintenance to maintain original line and grade, hydraulic
capacity, or original purpose of the facility.

25.Disturbances to land surfaces solely related to agricultural operations
such as disking, harrowing, terracing and leveling, and soil preparation.

26.Discharges of storm water from areas on tribal lands; construction on
tribal lands is regulated by a federal permit.

27.Construction activity and land disturbance involving discharges of
storm water within the Lake Tahoe Hydrologic Unit. The Lahontan
Regional Water Board has adopted its own permit to regulate storm
water discharges from construction activity in the Lake Tahoe
Hydrologic Unit (Regional Water Board 6SLT). Owners of construction
sites in this watershed must apply for the Lahontan Regional Water
Board permit rather than the statewide Construction General Permit.

28. Construction activity that disturbs less than one acre of land surface,
and that is not part of a larger common plan of development or the sale
of one or more acres of disturbed land surface.

29. Construction activity covered by an individual NPDES Permit for storm
water discharges.

30.Discharges from small (1 to 5 acre) construction activities with an
approved Rainfall Erosivity Waiver authorized by U.S. EPA Phase I
regulations certifying to the State Board that small construction activity
will occur only when the Rainfall Erosivity Factor is less than 5 (“R” in
the Revised Universal Soil Loss Equation).

31.Landfill construction activity that is subject to the Industrial General
Permit.

32.Construction activity that discharges to Combined Sewer Systems.

33.Conveyances that discharge storm water runoff combined with
municipal sewage.

34.Discharges of storm water identified in CWA § 402(1)(2), 33 U.S.C. §
1342(1)(2).
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35. Discharges occurring in basins that are not tributary or hydrologically
connected to waters of the United States (for more information contact
your Regional Water Board).

D. Obtaining and Modifying General Permit Coverage

36.This General Permit requires all dischargers to electronically file all
Permit Registration Documents (PRDs), Notices of Termination (NOT),
changes of information, annual reporting, and other compliance
documents required by this General Permit through the State Water
Board’'s Storm water Multi-Application and Report Tracking System
(SMARTS) website.

37.Any information provided to the Regional Water Board shall comply
with the Homeland Security Act and any other federal law that
concerns security in the United States; any information that does not
comply should not be submitted.

38.This General Permit grants an exception from the Risk Determination
requirements for existing sites covered under Water Quality Orders No.
99-08-DWQ, and No. 2003-0007-DWQ. For certain sites, adding
additional requirements may not be cost effective. Construction sites
covered under Water Quality Order No. 99-08-DWQ shall obtain permit
coverage at the Risk Level 1. LUPs covered under Water Quality
Order No. 2003-0007-DWQ shall obtain permit coverage as a Type 1
LUP. The Regional Water Boards have the authority to require Risk
Determination to be performed on sites currently covered under Water
Quiality Orders No. 99-08-DWQ and No. 2003-0007-DWQ where they
deem it necessary. The State Water Board finds that there are two
circumstances when it may be appropriate for the Regional Water
Boards to require a discharger that had filed an NOI under State Water
Board Order No. 99-08-DWQ to recalculate the site’s risk level. These
circumstances are: (1) when the discharger has a demonstrated
history of noncompliance with State Water Board Order No. 99-08-
DWQ or; (2) when the discharger’s site poses a significant risk of
causing or contributing to an exceedance of a water quality standard
without the implementation of the additional Risk Level 2 or 3
requirements.

E. Prohibitions

39. All discharges are prohibited except for the storm water and non-storm
water discharges specifically authorized by this General Permit or
another NPDES permit. Non-storm water discharges include a wide
variety of sources, including improper dumping, spills, or leakage from
storage tanks or transfer areas. Non-storm water discharges may
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contribute significant pollutant loads to receiving waters. Measures to
control spills, leakage, and dumping, and to prevent illicit connections
during construction must be addressed through structural as well as
non-structural Best Management Practices (BMPs)®. The State Water
Board recognizes, however, that certain non-storm water discharges
may be necessary for the completion of construction.

40. This General Permit prohibits all discharges which contain a
hazardous substance in excess of reportable quantities established in
40 C.F.R. 88 117.3 and 302.4, unless a separate NPDES Permit has
been issued to regulate those discharges.

41.This General Permit incorporates discharge prohibitions contained in
water quality control plans, as implemented by the State Water Board
and the nine Regional Water Boards.

42.Pursuant to the Ocean Plan, discharges to Areas of Special Biological
Significance (ASBS) are prohibited unless covered by an exception
that the State Water Board has approved.

43.This General Permit prohibits the discharge of any debris* from
construction sites. Plastic and other trash materials can cause
negative impacts to receiving water beneficial uses. The State Water
Board encourages the use of more environmentally safe,
biodegradable materials on construction sites to minimize the potential
risk to water quality.

F. Training

44.In order to improve compliance with and to maintain consistent
enforcement of this General Permit, all dischargers are required to
appoint two positions - the Qualified SWPPP Developer (QSD) and the
Qualified SWPPP Practitioner (QSP) - who must obtain appropriate
training. Together with the key stakeholders, the State and Regional
Water Boards are leading the development of this curriculum through a
collaborative organization called The Construction General Permit
(CGP) Training Team.

45.The Professional Engineers Act (Bus. & Prof. Code section 6700, et
seq.) requires that all engineering work must be performed by a
California licensed engineer.

3 BMPs are scheduling of activities, prohibitions of practices, maintenance procedures, and other
management practices to prevent or reduce the discharge of pollutants to waters of the United States. BMPs
also include treatment requirements, operating procedures, and practice to control site runoff, spillage or
leaks, sludge or waste disposal, or drainage from raw material storage.

4 Litter, rubble, discarded refuse, and remains of destroyed inorganic anthropogenic waste.
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G. Determining and Reducing Risk

46.The risk of accelerated erosion and sedimentation from wind and water
depends on a number of factors, including proximity to receiving water
bodies, climate, topography, and soil type.

47.This General Permit requires dischargers to assess the risk level of a
site based on both sediment transport and receiving water risk. This
General Permit contains requirements for Risk Levels 1, 2 and 3, and
LUP Risk Type 1, 2, and 3 (Attachment A). Risk levels are established
by determining two factors: first, calculating the site's sediment risk;
and second, receiving water risk during periods of soil exposure (i.e.
grading and site stabilization). Both factors are used to determine the
site-specific Risk Level(s). LUPs can be determined to be Type 1
based on the flowchart in Attachment A.1.

48. Although this General Permit does not mandate specific setback
distances, dischargers are encouraged to set back their construction
activities from streams and wetlands whenever feasible to reduce the
risk of impacting water quality (e.g., natural stream stability and habitat
function). Because there is a reduced risk to receiving waters when
setbacks are used, this General Permit gives credit to setbacks in the
risk determination and post-construction storm water performance
standards. The risk calculation and runoff reduction mechanisms in
this General Permit are expected to facilitate compliance with any
Regional Water Board and local agency setback requirements, and to
encourage voluntary setbacks wherever practicable.

49.Rain events can occur at any time of the year in California. Therefore,
a Rain Event Action Plan (REAP) is necessary for Risk Level 2 and 3
traditional construction projects (LUPs exempt) to ensure that active
construction sites have adequate erosion and sediment controls
implemented prior to the onset of a storm event, even if construction is
planned only during the dry season.

50. Soil particles smaller than 0.02 millimeters (mm) (i.e., finer than
medium silt) do not settle easily using conventional measures for
sediment control (i.e., sediment basins). Given their long settling time,
dislodging these soils results in a significant risk that fine particles will
be released into surface waters and cause unacceptable downstream
impacts. If operated correctly, an Active Treatment System (ATS®) can
prevent or reduce the release of fine particles from construction sites.

® An ATS is a treatment system that employs chemical coagulation, chemical flocculation, or electro
coagulation in order to reduce turbidity caused by fine suspended sediment.

2009-0009-DWQ amended by 2010-0014-DWQ & 2012-0006-DWQ
8



Order

Use of an ATS can effectively reduce a site's risk of impacting
receiving waters.

51.Dischargers located in a watershed area where a Total Maximum Daily
Load (TMDL) has been adopted or approved by the Regional Water
Board or U.S. EPA may be required by a separate Regional Water
Board action to implement additional BMPs, conduct additional
monitoring activities, and/or comply with an applicable waste load
allocation and implementation schedule. Such dischargers may also
be required to obtain an individual Regional Water Board permit
specific to the area.

H. Effluent Standards

52.The State Water Board convened a blue ribbon panel of storm water
experts that submitted a report entitled, “The Feasibility of Numeric
Effluent Limits Applicable to Discharges of Storm Water Associated
with Municipal, Industrial and Construction Activities,” dated
June 19, 2006. The panel concluded that numeric limits or action
levels are technically feasible to control construction storm water
discharges, provided that certain conditions are considered. The panel
also concluded that numeric effluent limitations (NELS) are feasible for
discharges from construction sites that utilize an ATS. The State
Water Board has incorporated the expert panel’s suggestions into this
General Permit, which includes numeric action levels (NALSs) for pH
and turbidity, and special numeric limits for ATS discharges.

Determining Compliance with Numeric Limitations

53.This General Permit sets a pH NAL of 6.5 to 8.5, and a turbidity NAL of
250 NTU. The purpose of the NAL and its associated monitoring
requirement is to provide operational information regarding the
performance of the measures used at the site to minimize the
discharge of pollutants and to protect beneficial uses and receiving
waters from the adverse effects of construction-related storm water
discharges. An exceedance of a NAL does not constitute a violation of
this General Permit.

54.This General Permit requires dischargers with NAL exceedances to
immediately implement additional BMPs and revise their Storm Water
Pollution Prevention Plans (SWPPPs) accordingly to either prevent
pollutants and authorized non-storm water discharges from
contaminating storm water, or to substantially reduce the pollutants to
levels consistently below the NALs. NAL exceedances are reported in
the State Water Boards SMARTS system, and the discharger is
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required to provide an NAL Exceedance Report when requested by a
Regional Water Board.

I. Receiving Water Limitations

55.This General Permit requires all enrolled dischargers to determine the
receiving waters potentially affected by their discharges and to comply
with all applicable water quality standards, including any more stringent
standards applicable to a water body.

J. Sampling, Monitoring, Reporting and Record Keeping

56. Visual monitoring of storm water and non-storm water discharges is
required for all sites subject to this General Permit.

57. Records of all visual monitoring inspections are required to remain on-
site during the construction period and for a minimum of three years.

58.For all Risk Level 3/LUP Type 3 and Risk Level 2/LUP Type 2 sites,
this General Permit requires effluent monitoring for pH and turbidity.
Sampling, analysis and monitoring requirements for effluent monitoring
for pH and turbidity are contained in this General Permit.

59.Risk Level 3 and LUP Type 3 sites with effluent that exceeds the
Receiving Water Monitoring Triggers contained in this General Permit
and with direct discharges to receiving water are required to conduct
receiving water monitoring. An exceedance of a Receiving Water
Monitoring Trigger does not constitute a violation of this General
Permit.

60. This General Permit establishes a 5 year, 24 hour (expressed in inches
of rainfall) as an exemptions to the receiving water monitoring
requirements for Risk Level 3 and LUP Type 3 dischargers.

61.1f run-on is caused by a forest fire or any other natural disaster, then
receiving water monitoring triggers do not apply.

62.For Risk Level 3 and LUP Type 3 sites larger than 30 acres and with
direct discharges to receiving waters, this General Permit requires
bioassessment sampling before and after site completion to determine
if significant degradation to the receiving water’s biota has occurred.
Bioassessment sampling guidelines are contained in this General
Permit.
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63. A summary and evaluation of the sampling and analysis results will be
submitted in the Annual Reports.

64.This General Permit contains sampling, analysis and monitoring
requirements for non-visible pollutants at all sites subject to this
General Permit.

65. Compliance with the General Permit relies upon dischargers to
electronically self-report any discharge violations and to comply with
any Regional Water Board enforcement actions.

66. This General Permit requires that all dischargers maintain a paper or
electronic copy of all required records for three years from the date
generated or date submitted, whichever is last. These records must be
available at the construction site until construction is completed. For
LUPs, these documents may be retained in a crew member’s vehicle
and made available upon request.

K. Active Treatment System (ATS) Requirements

67.Active treatment systems add chemicals to facilitate flocculation,
coagulation and filtration of suspended sediment particles. The
uncontrolled release of these chemicals to the environment can
negatively affect the beneficial uses of receiving waters and/or degrade
water quality (e.g., acute and chronic toxicity). Additionally, the batch
storage and treatment of storm water through an ATS' can potentially
cause physical impacts on receiving waters if storage volume is
inadequate or due to sudden releases of the ATS batches and
improperly designed outfalls.

68. If designed, operated and maintained properly an ATS can achieve
very high removal rates of suspended sediment (measured as
turbidity), albeit at sometimes significantly higher costs than traditional
erosion/sediment control practices. As a result, this General Permit
establishes NELs consistent with the expected level of typical ATS
performance.

69. This General Permit requires discharges of storm water associated
with construction activity that undergo active treatment to comply with
special operational and effluent limitations to ensure that these
discharges do not adversely affect the beneficial uses of the receiving
waters or cause degradation of their water quality.

70.For ATS discharges, this General Permit establishes technology-based
NELs for turbidity.
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71.This General Permit establishes a 10 year, 24 hour (expressed in
inches of rainfall) Compliance Storm Event exemption from the
technology-based numeric effluent limitations for ATS discharges.
Exceedances of the ATS turbidity NEL constitutes a violation of this
General Permit.

L. Post-Construction Requirements

72.This General Permit includes performance standards for post-
construction that are consistent with State Water Board Resolution No.
2005-0006, "Resolution Adopting the Concept of Sustainability as a
Core Value for State Water Board Programs and Directing Its
Incorporation,” and 2008-0030, “Requiring Sustainable Water
Resources Management.“ The requirement for all construction sites to
match pre-project hydrology will help ensure that the physical and
biological integrity of aquatic ecosystems are sustained. This “runoff
reduction” approach is analogous in principle to Low Impact
Development (LID) and will serve to protect related watersheds and
waterbodies from both hydrologic-based and pollution impacts
associated with the post-construction landscape.

73.LUP projects are not subject to post-construction requirements due to
the nature of their construction to return project sites to pre-
construction conditions.

M. Storm Water Pollution Prevention Plan Requirements

74.This General Permit requires the development of a site-specific
SWPPP. The SWPPP must include the information needed to
demonstrate compliance with all requirements of this General Permit,
and must be kept on the construction site and be available for review.
The discharger shall ensure that a QSD develops the SWPPP.

75.To ensure proper site oversight, this General Permit requires a
Qualified SWPPP Practitioner to oversee implementation of the BMPs
required to comply with this General Permit.

N. Regional Water Board Authorities

76.Regional Water Boards are responsible for implementation and
enforcement of this General Permit. A general approach to permitting
is not always suitable for every construction site and environmental
circumstances. Therefore, this General Permit recognizes that
Regional Water Boards must have some flexibility and authority to
alter, approve, exempt, or rescind permit authority granted under this
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General Permit in order to protect the beneficial uses of our receiving
waters and prevent degradation of water quality.
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IT IS HEREBY ORDERED that all dischargers subject to this General Permit
shall comply with the following conditions and requirements (including all
conditions and requirements as set forth in Attachments A, B, C, D, E and F)®:

[I. CONDITIONS FOR PERMIT COVERAGE

A. Linear Underground/Overhead Projects (LUPS)

1. Linear Underground/Overhead Projects (LUPS) include, but are not
limited to, any conveyance, pipe, or pipeline for the transportation of
any gaseous, liquid (including water and wastewater for domestic
municipal services), liquescent, or slurry substance; any cable line or
wire for the transmission of electrical energy; any cable line or wire for
communications (e.g. telephone, telegraph, radio or television
messages); and associated ancillary facilities. Construction activities
associated with LUPs include, but are not limited to, (a) those activities
necessary for the installation of underground and overhead linear
facilities (e.g., conduits, substructures, pipelines, towers, poles, cables,
wires, connectors, switching, regulating and transforming equipment,
and associated ancillary facilities); and include, but are not limited to,
(b) underground utility mark-out, potholing, concrete and asphalt
cutting and removal, trenching, excavation, boring and drilling, access
road and pole/tower pad and cable/wire pull station, substation
construction, substructure installation, construction of tower footings
and/or foundations, pole and tower installations, pipeline installations,
welding, concrete and/ or pavement repair or replacement, and
stockpile/borrow locations.

2. The Legally Responsible Person is responsible for obtaining coverage
under the General Permit where the construction of pipelines, utility
lines, fiber-optic cables, or other linear underground/overhead projects
will occur across several properties unless the LUP construction
activities are covered under another construction storm water permit.

3. Only LUPs shall comply with the conditions and requirements in
Attachment A, A.1 & A.2 of this Order. The balance of this Order is not
applicable to LUPs except as indicated in Attachment A.

® These attachments are part of the General Permit itself and are not separate documents that are capable
of being updated independently by the State Water Board.
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B. Obtaining Permit Coverage Traditional Construction Sites

1. The Legally Responsible Person (LRP) (see Special Provisions,
Electronic Signature and Certification Requirements, Section IV.1.1)
must obtain coverage under this General Permit.

2. To obtain coverage, the LRP must electronically file Permit
Registration Documents (PRDs) prior to the commencement of
construction activity. Failure to obtain coverage under this General
Permit for storm water discharges to waters of the United States is a
violation of the CWA and the California Water Code.

3. PRDs shall consist of:

Notice of Intent (NOI)

Risk Assessment (Section VIII)

Site Map

Storm Water Pollution Prevention Plan (Section XIV)
Annual Fee

Signed Certification Statement

~ooo0op

Any information provided to the Regional Water Board shall comply
with the Homeland Security Act and any other federal law that
concerns security in the United States; any information that does not
comply should not be submitted.

Attachment B contains additional PRD information. Dischargers must
electronically file the PRDs, and mail the appropriate annual fee to the
State Water Board.

4. This permit is effective on July 1, 2010.

a. Dischargers Obtaining Coverage On or After July 1, 2010: All
dischargers requiring coverage on or after July 1, 2010, shall
electronically file their PRDs prior to the commencement of
construction activities, and mail the appropriate annual fee no later
than seven days prior to the commencement of construction
activities. Permit coverage shall not commence until the PRDs and
the annual fee are received by the State Water Board, and a WDID
number is assigned and sent by SMARTS.

b. Dischargers Covered Under 99-08-DWQ and 2003-0007-DWQ:
Existing dischargers subject to State Water Board Order No. 99-08-
DWQ (existing dischargers) will continue coverage under 99-08-
DWQ until July 1, 2010. After July 1, 2010, all NOIs subject to
State Water Board Order No. 99-08-DWQ will be terminated.
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Existing dischargers shall electronically file their PRDs no later than
July 1, 2010. If an existing discharger’s site acreage subject to the
annual fee has changed, it shall mail a revised annual fee no less
than seven days after receiving the revised annual fee notification,
or else lose permit coverage. All existing dischargers shall be
exempt from the risk determination requirements in Section VIl of
this General Permit until two years after permit adoption. All
existing dischargers are therefore subject to Risk Level 1
requirements regardless of their site’s sediment and receiving water
risks. However, a Regional Board retains the authority to require
an existing discharger to comply with the Section VIII risk
determination requirements.

5. The discharger is only considered covered by this General Permit upon
receipt of a Waste Discharger Identification (WDID) number assigned
and sent by the State Water Board Storm water Multi-Application and
Report Tracking System (SMARTS). In order to demonstrate
compliance with this General Permit, the discharger must obtain a
WDID number and must present documentation of a valid WDID upon
demand.

6. During the period this permit is subject to review by the U.S. EPA, the
prior permit (State Water Board Order No. 99-08-DWQ) remains in
effect. Existing dischargers under the prior permit will continue to have
coverage under State Water Board Order No. 99-08-DWQ until this
General Permit takes effect on July 1, 2010. Dischargers who
complete their projects and electronically file an NOT prior to July 1,
2010, are not required to obtain coverage under this General Permit.

7. Small Construction Rainfall Erosivity Waiver

EPA’s Small Construction Erosivity Waiver applies to sites between
one and five acres demonstrating that there are no adverse water
quality impacts.

Dischargers eligible for a Rainfall Erosivity Waiver based on low
erosivity potential shall complete the electronic Notice of Intent (NOI)
and Sediment Risk form through the State Water Board’s SMARTS
system, certifying that the construction activity will take place during a
period when the value of the rainfall erosivity factor is less than five.
Where the LRP changes or another LRP is added during construction,
the new LRP must also submit a waiver certification through the
SMARTS system.

If a small construction site continues beyond the projected completion
date given on the waiver certification, the LRP shall recalculate the
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rainfall erosivity factor for the new project duration and submit this
information through the SMARTS system. If the new R factor is below
five (5), the discharger shall update through SMARTS all applicable
information on the waiver certification and retain a copy of the revised
waiver onsite. The LRP shall submit the new waiver certification 30
days prior to the projected completion date listed on the original waiver
form to assure exemption from permitting requirements is
uninterrupted. If the new R factor is five (5) or above, the LRP shall be
required to apply for coverage under this Order.

8. In the case of a public emergency that requires immediate construction
activities, a discharger shall submit a brief description of the
emergency construction activity within five days of the onset of
construction, and then shall submit all PRDs within thirty days.

C. Revising Permit Coverage for Change of Acreage or New Ownership

1. The discharger may reduce or increase the total acreage covered
under this General Permit when a portion of the site is complete and/or
conditions for termination of coverage have been met (See Section II.D
Conditions for Termination of Coverage); when ownership of a portion
of the site is sold to a different entity; or when new acreage, subject to
this General Permit, is added to the site.

2. Within 30 days of a reduction or increase in total disturbed acreage,
the discharger shall electronically file revisions to the PRDs that
include:

a. Arevised NOI indicating the new project size;

b. A revised site map showing the acreage of the site completed,
acreage currently under construction, acreage sold/transferred or
added, and acreage currently stabilized in accordance with the
Conditions for Termination of Coverage in Section I1.D below.

c. SWPPP revisions, as appropriate; and

d. Certification that any new landowners have been notified of
applicable requirements to obtain General Permit coverage. The
certification shall include the name, address, telephone number,
and e-mail address of the new landowner.

e. If the project acreage has increased, dischargers shall mail
payment of revised annual fees within 14 days of receiving the
revised annual fee notification.

2009-0009-DWQ amended by 2010-0014-DWQ & 2012-0006-DWQ
17



Order

3. The discharger shall continue coverage under the General Permit for
any parcel that has not achieved “Final Stabilization” as defined in
Section II.D.

4. When an LRP with active General Permit coverage transfers its LRP
status to another person or entity that qualifies as an LRP, the existing
LRP shall inform the new LRP of the General Permit’'s requirements.
In order for the new LRP to continue the construction activity on its
parcel of property, the new LRP, or the new LRP’s approved signatory,
must submit PRDs in accordance with this General Permit’s
requirements.

D. Conditions for Termination of Coverage

1. Within 90 days of when construction is complete or ownership has
been transferred, the discharger shall electronically file a Notice of
Termination (NOT), a final site map, and photos through the State
Water Boards SMARTS system. Filing a NOT certifies that all General
Permit requirements have been met. The Regional Water Board will
consider a construction site complete only when all portions of the site
have been transferred to a new owner, or all of the following conditions
have been met:

a. For purposes of “final stabilization,” the site will not pose any
additional sediment discharge risk than it did prior to the
commencement of construction activity;

b. There is no potential for construction-related storm water pollutants
to be discharged into site runoff;

c. Final stabilization has been reached,;
d. Construction materials and wastes have been disposed of properly;

e. Compliance with the Post-Construction Standards in Section XIII of
this General Permit has been demonstrated,;

f. Post-construction storm water management measures have been
installed and a long-term maintenance plan’ has been established:;
and

g. All construction-related equipment, materials and any temporary
BMPs no longer needed are removed from the site.

" For the purposes of this requirement a long-term maintenance plan will be designed for a minimum of five
years, and will describe the procedures to ensure that the post-construction storm water management
measures are adequately maintained.
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2. The discharger shall certify that final stabilization conditions are
satisfied in their NOT. Failure to certify shall result in continuation of
permit coverage and annual billing.

3. The NOT must demonstrate through photos, RUSLE or RUSLEZ2, or
results of testing and analysis that the site meets all of the conditions
above (Section 11.D.1) and the final stabilization condition (Section
I1.D.1.a) is attained by one of the following methods:

a. “70% final cover method,” no computational proof required
OR:
b. “RUSLE or RUSLE2 method,” computational proof required
OR:
c. “Custom method”, the discharger shall demonstrate in some other

manner than a or b, above, that the site complies with the “final
stabilization” requirement in Section 11.D.1.a.
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[ll. DISCHARGE PROHIBITIONS

A. Dischargers shall not violate any discharge prohibitions contained in
applicable Basin Plans or statewide water quality control plans. Waste
discharges to Areas of Special Biological Significance (ASBS) are
prohibited by the California Ocean Plan, unless granted an exception
issued by the State Water Board.

B. All discharges are prohibited except for the storm water and non-storm
water discharges specifically authorized by this General Permit or another
NPDES permit.

C. Authorized non-storm water discharges may include those from de-
chlorinated potable water sources such as: fire hydrant flushing, irrigation
of vegetative erosion control measures, pipe flushing and testing, water to
control dust, uncontaminated ground water from dewatering, and other
discharges not subject to a separate general NPDES permit adopted by a
Regional Water Board. The discharge of non-storm water is authorized
under the following conditions:

1. The discharge does not cause or contribute to a violation of any water
quality standard;

2. The discharge does not violate any other provision of this General
Permit;

3. The discharge is not prohibited by the applicable Basin Plan;

4. The discharger has included and implemented specific BMPs required
by this General Permit to prevent or reduce the contact of the non-
storm water discharge with construction materials or equipment.

5. The discharge does not contain toxic constituents in toxic amounts or
(other) significant quantities of pollutants;

6. The discharge is monitored and meets the applicable NALs; and
7. The discharger reports the sampling information in the Annual Report.

If any of the above conditions are not satisfied, the discharge is not
authorized by this General Permit. The discharger shall notify the
Regional Water Board of any anticipated non-storm water discharges not
already authorized by this General Permit or another NPDES permit, to
determine whether a separate NPDES permit is necessary.
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D. Debris resulting from construction activities are prohibited from being
discharged from construction sites.

E. When soil contamination is found or suspected and a responsible party is
not identified, or the responsible party fails to promptly take the
appropriate action, the discharger shall have those soils sampled and
tested to ensure proper handling and public safety measures are
implemented. The discharger shall notify the appropriate local, State, and
federal agency(ies) when contaminated soil is found at a construction site,
and will notify the appropriate Regional Water Board.
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IV.SPECIAL PROVISIONS

A. Duty to Comply

1. The discharger shall comply with all of the conditions of this General
Permit. Any permit noncompliance constitutes a violation of the Clean
Water Act (CWA) and the Porter-Cologne Water Quality Control Act
and is grounds for enforcement action and/or removal from General
Permit coverage.

2. The discharger shall comply with effluent standards or prohibitions
established under Section 307(a) of the CWA for toxic pollutants within
the time provided in the regulations that establish these standards or
prohibitions, even if this General Permit has not yet been modified to
incorporate the requirement.

B. General Permit Actions

1. This General Permit may be modified, revoked and reissued, or
terminated for cause. The filing of a request by the discharger for a
General Permit modification, revocation and reissuance, or
termination, or a notification of planned changes or anticipated
noncompliance does not annul any General Permit condition.

2. If any toxic effluent standard or prohibition (including any schedule of
compliance specified in such effluent standard or prohibition) is
promulgated under Section 307(a) of the CWA for a toxic pollutant
which is present in the discharge and that standard or prohibition is
more stringent than any limitation on the pollutant in this General
Permit, this General Permit shall be modified or revoked and reissued
to conform to the toxic effluent standard or prohibition and the
dischargers so notified.

C. Need to Halt or Reduce Activity Not a Defense

It shall not be a defense for a discharger in an enforcement action that it
would have been necessary to halt or reduce the permitted activity in
order to maintain compliance with the conditions of this General Permit.

D. Duty to Mitigate
The discharger shall take all responsible steps to minimize or prevent any

discharge in violation of this General Permit, which has a reasonable
likelihood of adversely affecting human health or the environment.
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E. Proper Operation and Maintenance

The discharger shall at all times properly operate and maintain any
facilities and systems of treatment and control (and related
appurtenances) which are installed or used by the discharger to achieve
compliance with the conditions of this General Permit. Proper operation
and maintenance also includes adequate laboratory controls and
appropriate quality assurance procedures. Proper operation and
maintenance may require the operation of backup or auxiliary facilities or
similar systems installed by a discharger when necessary to achieve
compliance with the conditions of this General Permit.

F. Property Rights

This General Permit does not convey any property rights of any sort or
any exclusive privileges, nor does it authorize any injury to private
property or any invasion of personal rights, nor does it authorize any
infringement of Federal, State, or local laws or regulations.

G. Duty to Maintain Records and Provide Information

1. The discharger shall maintain a paper or electronic copy of all required
records, including a copy of this General Permit, for three years from
the date generated or date submitted, whichever is last. These
records shall be available at the construction site until construction is
completed.

2. The discharger shall furnish the Regional Water Board, State Water
Board, or U.S. EPA, within a reasonable time, any requested
information to determine compliance with this General Permit. The
discharger shall also furnish, upon request, copies of records that are
required to be kept by this General Permit.

H. Inspection and Entry

The discharger shall allow the Regional Water Board, State Water Board,
U.S. EPA, and/or, in the case of construction sites which discharge
through a municipal separate storm sewer, an authorized representative of
the municipal operator of the separate storm sewer system receiving the
discharge, upon the presentation of credentials and other documents as
may be required by law, to:

1. Enter upon the discharger’s premises at reasonable times where a
regulated construction activity is being conducted or where records
must be kept under the conditions of this General Permit;
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2. Access and copy at reasonable times any records that must be kept
under the conditions of this General Permit;

3. Inspect at reasonable times the complete construction site, including
any off-site staging areas or material storage areas, and the
erosion/sediment controls; and

4. Sample or monitor at reasonable times for the purpose of ensuring
General Permit compliance.

I. Electronic Signature and Certification Requirements

1. All Permit Registration Documents (PRDs) and Notices of Termination
(NOTSs) shall be electronically signed, certified, and submitted via
SMARTS to the State Water Board. Either the Legally Responsible
Person (LRP), as defined in Appendix 5 — Glossary, or a person legally
authorized to sign and certify PRDs and NOTs on behalf of the LRP
(the LRP’s Approved Signatory, as defined in Appendix 5 - Glossary)
must submit all information electronically via SMARTS.

2. Changes to Authorization. If an Approved Signatory’s authorization is
no longer accurate, a new authorization satisfying the requirements of
paragraph (a) of this section must be submitted via SMARTS prior to or
together with any reports, information or applications to be signed by
an Approved Signatory.

3. All Annual Reports, or other information required by the General Permit
(other than PRDs and NOTS) or requested by the Regional Water
Board, State Water Board, U.S. EPA, or local storm water
management agency shall be certified and submitted by the LRP or the
LRP’s Approved Signatory.

J. Certification

Any person signing documents under Section 1V.I above, shall make the
following certification:

"I certify under penalty of law that this document and all attachments were
prepared under my direction or supervision in accordance with a system
designed to assure that qualified personnel properly gather and evaluate
the information submitted. Based on my inquiry of the person or persons
who manage the system or those persons directly responsible for
gathering the information, to the best of my knowledge and belief, the
information submitted is, true, accurate, and complete. | am aware that
there are significant penalties for submitting false information, including
the possibility of fine and imprisonment for knowing violations."
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K. Anticipated Noncompliance

The discharger shall give advance notice to the Regional Water Board and
local storm water management agency of any planned changes in the
construction activity, which may result in noncompliance with General
Permit requirements.

L. Bypass

Bypass® is prohibited. The Regional Water Board may take enforcement
action against the discharger for bypass unless:

1. Bypass was unavoidable to prevent loss of life, personal injury or
severe property damage;®

2. There were no feasible alternatives to bypass, such as the use of
auxiliary treatment facilities, retention of untreated waste, or
maintenance during normal periods of equipment downtime. This
condition is not satisfied if adequate back-up equipment should have
been installed in the exercise of reasonable engineering judgment to
prevent a bypass that could occur during normal periods of equipment
downtime or preventative maintenance;

3. The discharger submitted a notice at least ten days in advance of the
need for a bypass to the Regional Water Board; or

4. The discharger may allow a bypass to occur that does not cause
effluent limitations to be exceeded, but only if it is for essential
maintenance to assure efficient operation. In such a case, the above
bypass conditions are not applicable. The discharger shall submit
notice of an unanticipated bypass as required.

M. Upset

1. A discharger that wishes to establish the affirmative defense of an
upset'® in an action brought for noncompliance shall demonstrate,

8 The intentional diversion of waste streams from any portion of a treatment facility

? Severe property damage means substantial physical damage to property, damage to the treatment
facilities that causes them to become inoperable, or substantial and permanent loss of natural resources that
can reasonably be expected to occur in the absence of a bypass. Severe property damage does not mean
economic loss caused by delays in production.

19 An exceptional incident in which there is unintentional and temporary noncompliance the technology
based numeric effluent limitations because of factors beyond the reasonable control of the discharger. An
upset does not include noncompliance to the extent caused by operational error, improperly designed
treatment facilities, inadequate treatment facilities, lack of preventative maintenance, or careless or improper
operation.
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through properly signed, contemporaneous operating logs, or other
relevant evidence that:

a. An upset occurred and that the discharger can identify the cause(s)
of the upset

b. The treatment facility was being properly operated by the time of
the upset

c. The discharger submitted notice of the upset as required; and
d. The discharger complied with any remedial measures required

2. No determination made before an action of noncompliance occurs,
such as during administrative review of claims that noncompliance was
caused by an upset, is final administrative action subject to judicial
review.

3. In any enforcement proceeding, the discharger seeking to establish the
occurrence of an upset has the burden of proof

N. Penalties for Falsification of Reports

Section 309(c)(4) of the CWA provides that any person who knowingly
makes any false material statement, representation, or certification in any
record or other document submitted or required to be maintained under
this General Permit, including reports of compliance or noncompliance
shall upon conviction, be punished by a fine of not more than $10,000 or
by imprisonment for not more than two years or by both.

O. Oil and Hazardous Substance Liability

Nothing in this General Permit shall be construed to preclude the
institution of any legal action or relieve the discharger from any
responsibilities, liabilities, or penalties to which the discharger is or may be
subject to under Section 311 of the CWA.

P. Severability

The provisions of this General Permit are severable; and, if any provision
of this General Permit or the application of any provision of this General
Permit to any circumstance is held invalid, the application of such
provision to other circumstances and the remainder of this General Permit
shall not be affected thereby.

Q. Reopener Clause
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This General Permit may be modified, revoked and reissued, or
terminated for cause due to promulgation of amended regulations, receipt
of U.S. EPA guidance concerning regulated activities, judicial decision, or
in accordance with 40 Code of Federal Regulations (CFR) 122.62, 122.63,
122.64, and 124.5.

R. Penalties for Violations of Permit Conditions

1. Section 309 of the CWA provides significant penalties for any person
who violates a permit condition implementing Sections 301, 302, 306,
307, 308, 318, or 405 of the CWA or any permit condition or limitation
implementing any such section in a permit issued under Section 402.
Any person who violates any permit condition of this General Permit is
subject to a civil penalty not to exceed $37,500™ per calendar day of
such violation, as well as any other appropriate sanction provided by
Section 309 of the CWA.

2. The Porter-Cologne Water Quality Control Act also provides for civil
and criminal penalties, which in some cases are greater than those
under the CWA.

S. Transfers
This General Permit is not transferable.

T. Continuation of Expired Permit
This General Permit continues in force and effect until a new General
Permit is issued or the SWRCB rescinds this General Permit. Only those

dischargers authorized to discharge under the expiring General Permit are
covered by the continued General Permit.

1 May be further adjusted in accordance with the Federal Civil Penalties Inflation Adjustment Act.
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V. EFFLUENT STANDARDS & RECEIVING WATER MONITORING

A. Narrative Effluent Limitations

1. Storm water discharges and authorized non-storm water discharges
regulated by this General Permit shall not contain a hazardous
substance equal to or in excess of reportable quantities established in
40 C.F.R. 88 117.3 and 302.4, unless a separate NPDES Permit has
been issued to regulate those discharges.

2. Dischargers shall minimize or prevent pollutants in storm water
discharges and authorized non-storm water discharges through the
use of controls, structures, and management practices that achieve
BAT for toxic and non-conventional pollutants and BCT for
conventional pollutants.

Table 1- Numeric Action Levels, Test Methods, Detection Limits, and Reporting

Units
Parameter Test Discharge Min. Units Numeric
Method Type Detection Action
Limit Level
pH lower NAL =
. : 6.5
Flelq test | Risk Level 2 upper NAL =
with
. pH 8.5
calibrated 0.2 . —
units | lower NAL =
portable 6.5
instrument | Risk Level 3 upper NAL =
8.5
Turbidity EPA
0180.1 Risk Level 2 250 NTU
and/or field
test with 1 NTU
calibrated | Ris Level 3 250 NTU
portable
instrument

B. Numeric Action Levels (NALS)

1. For Risk Level 2 and 3 dischargers, the lower storm event average
NAL for pH is 6.5 pH units and the upper storm event average NAL for
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pH is 8.5 pH units. The discharger shall take actions as described
below if the discharge is outside of this range of pH values.

2. For Risk Level 2 and 3 dischargers, the NAL storm event daily average
for turbidity is 250 NTU. The discharger shall take actions as
described below if the discharge is outside of this range of turbidity
values.

3. Whenever the results from a storm event daily average indicate that
the discharge is below the lower NAL for pH, exceeds the upper NAL
for pH, or exceeds the turbidity NAL (as listed in Table 1), the
discharger shall conduct a construction site and run-on evaluation to
determine whether pollutant source(s) associated with the site’s
construction activity may have caused or contributed to the NAL
exceedance and shall immediately implement corrective actions if they
are needed.

4. The site evaluation shall be documented in the SWPPP and
specifically address whether the source(s) of the pollutants causing the
exceedance of the NAL:

a. Are related to the construction activities and whether additional
BMPs are required to (1) meet BAT/BCT requirements; (2) reduce
or prevent pollutants in storm water discharges from causing
exceedances of receiving water objectives; and (3) determine what
corrective action(s) were taken or will be taken and with a
description of the schedule for completion.

AND/OR:

b. Are related to the run-on associated with the construction site
location and whether additional BMPs measures are required to (1)
meet BAT/BCT requirements; (2) reduce or prevent pollutants in
storm water discharges from causing exceedances of receiving
water objectives; and (3) what corrective action(s) were taken or
will be taken with a description of the schedule for completion.

C. Receiving Water Monitoring Triggers

1. The receiving water monitoring triggers for Risk Level 3 dischargers
with direct discharges to surface waters are triggered when the daily
average effluent pH values during any site phase when there is a high
risk of pH discharge®? fall outside of the range of 6.0 and 9.0 pH units,
or when the daily average effluent turbidity exceeds 500 NTU.
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2. Risk Level 3 dischargers with with direct discharges to surface waters
shall conduct receiving water monitoring whenever their effluent
monitoring results exceed the receiving water monitoring triggers. If
the pH trigger is exceeded, the receiving water shall be monitored for
pH for the duration of coverage under this General Permit. If the
turbidity trigger is exceeded, the receiving water shall be monitored for
turbidity and SSC for the duration of coverage under this general
permit.

3. Risk Level 3 dischargers with direct discharges to surfaces waters
shall initiate receiving water monitoring when the triggers are exceeded
unless the storm event causing the exceedance is determined after the
fact to equal to or greater than the 5-year 24-hour storm (expressed in
inches of rainfall) as determined by using these maps:

http://www.wrcc.dri.edu/pcpnfreg/ncaSy24.qif
http://www.wrcc.dri.edu/pcpnfreg/scaby24.gif

Verification of the 5-year 24-hour storm event shall be done by
reporting on-site rain gauge readings as well as nearby governmental
rain gauge readings.

4. If run-on is caused by a forest fire or any other natural disaster, then
receiving water monitoring triggers do not apply.

12 A period of high risk of pH discharge is defined as a project's complete utilities phase, complete vertical
build phase, and any portion of any phase where significant amounts of materials are placed directly on the
land at the site in a manner that could result in significant alterations of the background pH of the
discharges.
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VI.RECEIVING WATER LIMITATIONS

A. The discharger shall ensure that storm water discharges and authorized
non-storm water discharges to any surface or ground water will not
adversely affect human health or the environment.

B. The discharger shall ensure that storm water discharges and authorized
non-storm water discharges will not contain pollutants in quantities that
threaten to cause pollution or a public nuisance.

C. The discharger shall ensure that storm water discharges and authorized
non-storm water discharges will not contain pollutants that cause or
contribute to an exceedance of any applicable water quality objectives or
water quality standards (collectively, WQS) contained in a Statewide
Water Quality Control Plan, the California Toxics Rule, the National Toxics
Rule, or the applicable Regional Water Board’s Water Quality Control Plan
(Basin Plan).

D. Dischargers located within the watershed of a CWA 8§ 303(d) impaired
water body, for which a TMDL has been approved by the U.S. EPA, shall
comply with the approved TMDL if it identifies “construction activity” or
land disturbance as a source of the pollution.
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VIl.  TRAINING QUALIFICATIONS AND CERTIFICATION
REQUIREMENTS

A. General
The discharger shall ensure that all persons responsible for implementing
requirements of this General Permit shall be appropriately trained in
accordance with this Section. Training should be both formal and
informal, occur on an ongoing basis, and should include training offered by
recognized governmental agencies or professional organizations. Those
responsible for preparing and amending SWPPPs shall comply with the
requirements in this Section VII.

The discharger shall provide documentation of all training for persons
responsible for implementing the requirements of this General Permit in
the Annual Reports.

B. SWPPP Certification Requirements
1. Qualified SWPPP Developer: The discharger shall ensure that
SWPPPs are written, amended and certified by a Qualified SWPPP
Developer (QSD). A QSD shall have one of the following registrations
or certifications, and appropriate experience, as required for:
a. A California registered professional civil engineer;

b. A California registered professional geologist or engineering
geologist;

c. A California registered landscape architect;

d. A professional hydrologist registered through the American Institute
of Hydrology;

e. A Certified Professional in Erosion and Sediment Control (CPESC)
™ registered through Enviro Cert International, Inc.;

f. A Certified Professional in Storm Water Quality (CPSWQ) ™
registered through Enviro Cert International, Inc.; or

g. A professional in erosion and sediment control registered through
the National Institute for Certification in Engineering Technologies
(NICET).
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Effective two years after the adoption date of this General Permit, a
QSD shall have attended a State Water Board-sponsored or approved
QSD training course.

2. The discharger shall list the name and telephone number of the
currently designated Qualified SWPPP Developer(s) in the SWPPP.

3. Qualified SWPPP Practitioner: The discharger shall ensure that all
BMPs required by this General Permit are implemented by a Qualified
SWPPP Practitioner (QSP). A QSP is a person responsible for non-
storm water and storm water visual observations, sampling and
analysis. Effective two years from the date of adoption of this General
Permit, a QSP shall be either a QSD or have one of the following
certifications:

a. A certified erosion, sediment and storm water inspector registered
through Enviro Cert International, Inc.; or

b. A certified inspector of sediment and erosion control registered
through Certified Inspector of Sediment and Erosion Control, Inc.

Effective two years after the adoption date of this General Permit, a
QSP shall have attended a State Water Board-sponsored or approved
QSP training course.

4. The LRP shall list in the SWPPP, the name of any Approved Signatory,
and provide a copy of the written agreement or other mechanism that
provides this authority from the LRP in the SWPPP.

5. The discharger shall include, in the SWPPP, a list of names of all
contractors, subcontractors, and individuals who will be directed by the
Qualified SWPPP Practitioner. This list shall include telephone
numbers and work addresses. Specific areas of responsibility of each
subcontractor and emergency contact numbers shall also be included.

6. The discharger shall ensure that the SWPPP and each amendment will
be signed by the Qualified SWPPP Developer. The discharger shall
include a listing of the date of initial preparation and the date of each
amendment in the SWPPP.

VIll. RISK DETERMINATION

The discharger shall calculate the site's sediment risk and receiving water risk
during periods of soil exposure (i.e. grading and site stabilization) and use the
calculated risks to determine a Risk Level(s) using the methodology in
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Appendix 1. For any site that spans two or more planning watersheds,™® the
discharger shall calculate a separate Risk Level for each planning watershed.
The discharger shall notify the State Water Board of the site’s Risk Level
determination(s) and shall include this determination as a part of submitting
the PRDs. If a discharger ends up with more than one Risk Level
determination, the Regional Water Board may choose to break the project
into separate levels of implementation.

IX.RISK LEVEL 1 REQUIREMENTS

Risk Level 1 Dischargers shall comply with the requirements included in
Attachment C of this General Permit.

X. RISK LEVEL 2 REQUIREMENTS

Risk Level 2 Dischargers shall comply with the requirements included in
Attachment D of this General Permit.

XI.RISK LEVEL 3 REQUIREMENTS

Risk Level 3 Dischargers shall comply with the requirements included in
Attachment E of this General Permit.

Xll.  ACTIVE TREATMENT SYSTEMS (ATS)

Dischargers choosing to implement an ATS on their site shall comply with all of
the requirements in Attachment F of this General Permit.

13 Planning watershed: defined by the Calwater Watershed documents as a watershed that ranges in size
from approximately 3,000 to 10,000 acres http://cain.ice.ucdavis.edu/calwater/calwfag.html,
http://gis.ca.gov/catalog/BrowseRecord.epl?id=22175 .
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Xlll. POST-CONSTRUCTION STANDARDS

A. All dischargers shall comply with the following runoff reduction
requirements unless they are located within an area subject to post-
construction standards of an active Phase | or Il municipal separate storm
sewer system (MS4) permit that has an approved Storm Water
Management Plan.

1. This provision shall take effect three years from the adoption date of
this permit, or later at the discretion of the Executive Officer of the
Regional Board.

2. The discharger shall demonstrate compliance with the requirements of
this section by submitting with their NOI a map and worksheets in
accordance with the instructions in Appendix 2. The discharger shall
use non-structural controls unless the discharger demonstrates that
non-structural controls are infeasible or that structural controls will
produce greater reduction in water quality impacts.

3. The discharger shall, through the use of non-structural and structural
measures as described in Appendix 2, replicate the pre-project water
balance (for this permit, defined as the volume of rainfall that ends up
as runoff) for the smallest storms up to the 85" percentile storm event
(or the smallest storm event that generates runoff, whichever is larger).
Dischargers shall inform Regional Water Board staff at least 30 days
prior to the use of any structural control measure used to comply with
this requirement. Volume that cannot be addressed using non-
structural practices shall be captured in structural practices and
approved by the Regional Water Board. When seeking Regional
Board approval for the use of structural practices, dischargers shall
document the infeasibility of using non-structural practices on the
project site, or document that there will be fewer water quality impacts
through the use of structural practices.

4. For sites whose disturbed area exceeds two acres, the discharger shall
preserve the pre-construction drainage density (miles of stream length
per square mile of drainage area) for all drainage areas within the area
serving a first order stream™* or larger stream and ensure that post-
project time of runoff concentration is equal or greater than pre-project
time of concentration.

14 A first order stream is defined as a stream with no tributaries.
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B. All dischargers shall implement BMPs to reduce pollutants in storm water
discharges that are reasonably foreseeable after all construction phases
have been completed at the site (Post-construction BMPS).
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XIV. SWPPP REQUIREMENTS

A. The discharger shall ensure that the Storm Water Pollution Prevention
Plans (SWPPPs) for all traditional project sites are developed and
amended or revised by a QSD. The SWPPP shall be designed to address
the following objectives:

1. All pollutants and their sources, including sources of sediment
associated with construction, construction site erosion and all other
activities associated with construction activity are controlled;

2. Where not otherwise required to be under a Regional Water Board
permit, all non-storm water discharges are identified and either
eliminated, controlled, or treated,

3. Site BMPs are effective and result in the reduction or elimination of
pollutants in storm water discharges and authorized non-storm water
discharges from construction activity to the BAT/BCT standard,;

4. Calculations and design details as well as BMP controls for site run-on
are complete and correct, and

5. Stabilization BMPs installed to reduce or eliminate pollutants after
construction are completed.

B. To demonstrate compliance with requirements of this General Permit, the
QSD shall include information in the SWPPP that supports the
conclusions, selections, use, and maintenance of BMPs.

C. The discharger shall make the SWPPP available at the construction site
during working hours while construction is occurring and shall be made
available upon request by a State or Municipal inspector. When the
original SWPPP is retained by a crewmember in a construction vehicle
and is not currently at the construction site, current copies of the BMPs
and map/drawing will be left with the field crew and the original SWPPP
shall be made available via a request by radio/telephone.
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XV. REGIONAL WATER BOARD AUTHORITIES

A. In the case where the Regional Water Board does not agree with the
discharger’s self-reported risk level (e.g., they determine themselves to be
a Level 1 Risk when they are actually a Level 2 Risk site), Regional Water
Boards may either direct the discharger to reevaluate the Risk Level(s) for
their site or terminate coverage under this General Permit.

B. Regional Water Boards may terminate coverage under this General
Permit for dischargers who fail to comply with its requirements or where
they determine that an individual NPDES permit is appropriate.

C. Regional Water Boards may require dischargers to submit a Report of
Waste Discharge / NPDES permit application for Regional Water Board
consideration of individual requirements.

D. Regional Water Boards may require additional Monitoring and Reporting
Program Requirements, including sampling and analysis of discharges to
sediment-impaired water bodies.

E. Regional Water Boards may require dischargers to retain records for more
than the three years required by this General Permit.
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XVI. ANNUAL REPORTING REQUIREMENTS

A. All dischargers shall prepare and electronically submit an Annual Report
no later than September 1 of each year.

B. The discharger shall certify each Annual Report in accordance with the
Special Provisions.

C. The discharger shall retain an electronic or paper copy of each Annual
Report for a minimum of three years after the date the annual report is
filed.

D. The discharger shall include storm water monitoring information in the
Annual Report consisting of:

1. a summary and evaluation of all sampling and analysis results,
including copies of laboratory reports;

2. the analytical method(s), method reporting unit(s), and method
detection limit(s) of each analytical parameter (analytical results that
are less than the method detection limit shall be reported as "less than
the method detection limit");

3. a summary of all corrective actions taken during the compliance year;

4. identification of any compliance activities or corrective actions that
were not implemented;

5. asummary of all violations of the General Permit;

6. the names of individual(s) who performed the facility inspections,
sampling, visual observation (inspections), and/or measurements;

7. the date, place, time of facility inspections, sampling, visual
observation (inspections), and/or measurements, including
precipitation (rain gauge); and

8. the visual observation and sample collection exception records and
reports specified in Attachments C, D, and E.

E. The discharger shall provide training information in the Annual Report
consisting of:

1. documentation of all training for individuals responsible for all activities
associated with compliance with this General Permit;
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2. documentation of all training for individuals responsible for BMP
installation, inspection, maintenance, and repair; and

3. documentation of all training for individuals responsible for overseeing,
revising, and amending the SWPPP.
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